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TERMS AND CONDITIONS OF SALE

TERMS
Net 30 days to approved accounts
RETURNS

Merchandise may not be returned without authorization Approved return must be prepaid and are subject
to a 15% restocking charge

CONDITION OF SALE

The purchaser agrees to the following provisions

a “The seller shall not be liable in damages for nor deemed to be in default by reason of any failure
or delay in shipment of all or any part of this order caused by war fire flood strikes lockouts
accidents Act of God Government order or requirement interruption or shortage of materials or
transportation facilities or other cause or circumstance similar or otherwise beyond its control *

b  “The seller may decline to deliver hereunder except for cash if at any time the company shall not
be satisfied as to the customer’s credit or responsibility ”

c All prices are subject to change without notice

WARRANTY

“The seller guarantees the said goods against original defects in material or workmanship for one year
from the date of shipment provided as follows

a the goods are used operated and maintained in a competent and normal manner by the buyer
and in conformity with the seller’s instructions

b  the sellers liability under this warranty shall be limited to the replacement or repairs of any
defective goods free of charge to the buyer or at the seller’s option a refund of the purchase
price less an adjusted charge for the service rendered by the defective goods

c any expressed or implied warranty that the goods are adequate for any particular purpose is
hereby negated

d with respect to the goods not of the seller’'s own manufacture this warranty shall apply only to
the extent that the seller is able to enforce a claim for liability against the manufacturer thereof

e the buyer shall give written notice to the seller forthwith after the discovery of any defect and
thereafter shall make further use of the goods at his own risk

f  the seller shall not be liable for consequential damages arising out of the installation or use of the
said goods

g this warranty is given in lieu of all other warranties implied statutory or otherwise ”

CLAIMS

Ouir liability ceases when the goods are delivered to the Transportation Company and we hold receipt for
them Make your claim on the Transportation Companies for concealed as well as apparent damage and
advise us

The information presented in this brochure is to be used as a general guide This literature and other literature from
Buchanan Rubber is to provide product options for further investigation by experienced technically versed users Due to
the varietal nature of operating conditions and applications the user is solely responsible for making the final selection of

the product with full understanding that the performance and safety criteria of the application are met The product

specifications presented here are subject to change without notice
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PETROLEUM

TANK TRUCK

Application : An all purpose petroleum suction and discharge hose for use with gasoline, kerosene,
diesel, oil suspensions and emulsions. May also be used as hydraulic suction and
return line.

Cover : Black, abrasion, gasoline and oil resistant synthetic rubber with blue stripe and
pressure

Reinforcement : High tensile wire helix embedded between layers of textile cords.

Tube : Black nitrile rubber for maximum oil resistance.

Temperature :-35C to +93C(-30F to +200F)

Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)

3/4 1.14 29 150 3.00 0.450 100’ TLB-075

1 1.42 29 150 3.00 0.620 100’ TLB-100

1-1/4 1.65 29 150 3.50 0.720 100’ TLB-125

1-1/2 1.93 29 150 4.00 0.900 100’ TLB-150

1-3/4 2.24 29 150 4.50 1.200 100’ TLB-175

2 2.52 29 150 4.50 1.420 100’ TLB-200

2-1/2 2.99 29 150 5.75 1.720 100’ TLB-250

3 3.54 29 150 7.00 2.190 100’ TLB-300

4 4.68 29 150 10.00 3.630 100’ TLB-400

6 6.89 29 150 21.00 6.910 100’ TLB-600

10 10.87 29 50 75.00 10.260 20' TLB-1000

Cut Lengths : Plus 10%

Standard Lengths :

Product Information :
Recommended Couplings :

Longer lengths available on request. Please check for availability and pricing
Cam and groove

Air and
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SUPER BLACK 250

Application : An all purpose petroleum suction and discharge hose for use with gasoline, kerosene,
diesel, oil suspensions and emulsions up to 250 PSI. May also be used as hydraulic
suction and return line.

Cover : Black, abrasion, gasoline and oil resistant synthetic rubber with blue stripe and
pressure
Reinforcement : High tensile wire helix embedded between layers of textile cords.
Tube : Black nitrile rubber for maximum oil resistance.
Temperature :-35C to +93C(-30F to +200F)
Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)
2 2.52 29 250 5.00 1.430 100' TLB250-200
2-1/2 2.99 29 250 6.00 1.650 100’ TLB250-250
3 3.54 29 250 7.00 2.170 100’ TLB250-300
4 4.68 29 250 10.00 3.630 100’ TLB250-400
6 6.89 29 250 21.00 7.000 100' TLB250-600

Cut Lengths : Plus 10%

Standard Lengths : 100’

Product Information : Longer lengths available on request. Please check for availability and pricing
Recommended Couplings : Cam and groove

Phone 1-514-336-2480 www.amiflex.com
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LW ARCTIC SUPERFLEX 150 PETROLEU

 w— VR oy - (
LW ARCTIC SUPERFLEX 150 PETROLEUM

Application
Cover

Reinforcement
Tube
Temperature

Nom. I.D Nom.
(in) 0.D(in)

1-1/2 1.95
2 2.56
2-1/2 3.03
3 3.62
4 4.72
6 6.75

Cut Lengths : Plus 10%

Vacuum

("Hg)

29
29
29
29
29
29

Standard Lengths : 100’
Longer lengths available on request. Please check for availability and pricing

Product Information :

Recommended Couplings :

150
150
150
150
150
150

Cam and groove

Bend

Radius

(in)

4.00

4.00

5.00

6.00

9.00
20.00

: Specially designed to remain flexible while handling a wide range of petroleum
products, including gasoline and diesel under arctic conditions.

: Blue weather and oil resistant synthetic rubber specially compounded for arctic
service. Corrugated with white stripe.

: High tensile wire helix embedded between layers of textile cords.

: Black oil and fuel resistant nitrile rubber specially compounded for arctic service.

:-54C to +92C (-65F to +200F)

PSI Weight

(Ibs)

0.890
1.330
1.780
2.350
3.490
5.630

Std Pack

Qty

100'
100'
100'
100'
100'
100'

Part #

TTAD-150
TTAD-200
TTAD-250
TTAD-300
TTAD-400
TTAD-600

HOT TAR & ASPHALT

Application
(350 F).
Cover
Reinforcement
yarns
Tube
Temperature
Nom. I.D (in) Nom. 0.D(in)
3 3.77
4 4.85

Cut Lengths : Plus 10%

Standard Lengths : 100’

Recommended Couplings :

: up to +160C(350F)
PSI
150
150

Cam and groove

: Black Neoprene synthetic rubber.
: High tensile wire helix embedded between multiple layers of heat resistant synthetic

: Specially designed for conveying hot tar and asphalt at temperatures up to 160 C

: Specially compounded heat resistant synthetic rubber compound.

Weight (Ibs) Std Pack Qty
2.940
4.200

Part #
HTA-300
HTA-400

Air and
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s | H.O.T OIL TANK TRUCK

Purpose
Hose
Water
SandD
Hose
feoleum.  Application : Specially designed for conveying hot oil and/or Glycol at temperatures up to 120C
Chemical (250 F)
¢ cover : Black corrugated, abrasion and oil resistant synthetic rubber with red stripe
Rubber Reinforcement : High tensile wire helix embedded between layers of textile cords.
Haeieg  Tube : Specially compounded heat resistant synthetic rubber compound.
Hose Temperature :up to +120C(250F)
Plastic Nom. I.D Nom. Vacuum PSI Bend Weight  Std Pack Part #
Handiing (in)  0.D(in)  ("Hg) Radius  (lbs) Qty
Hose (in)
Food Hose 2 2.52 29 150 5.00 1.440 100" TTDHT-200
Ducting 2-1/2 3.07 29 150 6.00 1.720 100’ TTDHT-250
o 3 3.54 29 150 7.00 2.170 100’ TTDHT-300
u
"Naring" 4 4.68 29 150 10.00 3.630 100 TTDHT-400

Hose Cut Lengths : Plus 10%
Standard Lengths : 100’
FireHose  product Information : Longer lengths available on request. Please check for availability and pricing
Recommended Couplings : Cam and groove

Welding
and
Other H
— " | TANK TRUCK DROP
Cam-Locks
and
Quicklok
Crimp
System
Nipples
Mo Application : A lightweight drop hose for gasoline delivery services. Will handle same range of
Fittings products as Tank Truck.
camps ~COVEr : Black corrugated, abrasion, oil and gasoline resistant synthetic rubber.
Reinforcement : High tensile wire helix embedded between layers of textile cords.
Pr':g:"e Tube : Black nitrile rubber for maximum oil resistance.
Fiingg ~ Temperature :-35C to +93C(-30F to +200F)
Mine Nom. I.D Nom. Vacuum PSI Bend Weight  Std Pack Part #
_ Fittings (in) 0.D(in) ("Hg) Radius (Ibs) Qty
Air (in)
Fittings
T o 2 2.40 29 75 6.00 0.920 100' TTDB-200
alves
2-1/2 2.87 29 75 8.00 1.240 100' TTDB-250
Sandblaet 3 3.50 29 75 9.00 1.840 100" TTDB-300
Fire 4 4.57 29 75 12.00 2.580 100’ TTDB-400

Fittings

b Cut Lengths : Plus 10%
Fmﬁfzs Standard Lengths : 50'/100'

oot Recommended Couplings : Cam and groove
ee

Rubber

Index and
Technical
Information

Phone 1-514-336-2480 www.amiflex.com
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LW PETROLEUM TANK 150

Application : An all purpose lightweight and flexible petroleum suction and discharge hose for use
with gasoline, kerosene, diesel, oil suspensions and emulsions. May also be used as
hydraulic suction and return line.

Cover : Black corrugated, abrasion, gasoline and oil resistant synthetic rubber with green
stripe.

Reinforcement : High tensile wire helix embedded between layers of textile cords.

Tube : Black nitrile rubber for maximum oil resistance.

Temperature :-40C to +93C(-40F to +200F)

Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)
2 2.52 29 150 4.00 1.440 100' TTD150-200
2-1/2 2.99 29 150 5.00 1.650 100’ TTD150-250
3 3.54 29 150 6.00 2.170 100' TTD150-300
4 4.68 29 150 9.00 3.640 100 TTD150-400
6 6.89 29 150 20.00 7.000 100' TTD150-600

Cut Lengths : Plus 10%
Standard Lengths : 100’

Product Information : Longer lengths available on request. Please check for availability and pricing
Recommended Couplings : Cam and groove

Air and
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s | PETROLEUM DISCHARGE

Purpose
Hose
Hose
feoleum.  Application : For handling a wide range of petroleum products, including gasoline, as well as a
themical number of chemical solutions.
¢ Cover :Red, heat, oil and weather resistant Neoprene.
Rubber Reinforcement : Multiple layers of synthetic textile cords, with static wire.
Haeieg  Tube : Black, heat and oil resistant synthetic rubber.
Hose Temperature :-35C to +88C(-30F to +190F)
'\P/llasticl Nom. I.D (in) Nom. 0.D(in) PSI Weight (Ibs) Std Pack Qty Part #
teri
Hasnﬁnnag 3/4 1.22 200 0.440 100" PDR-075
ose
1 1.46 200 0.440 100’ PDR-100
Food Hose 1-1/4 1.69 150 0.580 100' PDR-125
Ducting 1-1/2 1.97 150 0.780 100' PDR-150
Auto 2 2.50 150 1.190 100’ PDR-200
Truck and
""Hegis’;e 2-1/2 3.00 150 1.400 100’ PDR-250
3 3.50 150 1.640 100’ PDR-300
Fire Hose
4 4.57 150 2.460 100' PDR-400

Welding Cut Lengths : Plus 10%

and

Other Hose Standard Lengths : 50'/100'
Recommended Couplings : Cam and groove

Cam-Locks
and
G | PETROLEUM DISCHARGE 250
System
o,
Shank
Fittings
Clamps  Application : For handling a wide range of petroleum products, including gasoline, as well as a
High number of chemical solutions.
pressure  Cover : Black, heat, oil and weather resistant Neoprene.
Fitngs  Reinforcement : Multiple layers of synthetic textile cords, with static wire.
Mine Tube : Black, heat and oil resistant synthetic rubber.
__Fitings  Temperature :-35C to +88C(-30F to +190F)
Fitings Nom. I.D (in) Nom. 0.D(in) PSI Weight (Ibs) Std Pack Qty Part #
Valves 2 2.50 250 1.140 100’ PDB250-200
Sandblast 2-1/2 3.03 250 1.480 100’ PDB250-250
o 3 3.54 250 1.800 100’ PDB250-300
Fittings 4 4.64 250 2.810 100' PDB250-400
F';{ﬁ% < 6 6.69 250 5.200 100' PDB250-600

Cut Lengths : Plus 10%

sheet  standard Lengths : 50'/100'
Recommended Couplings : Cam and groove
Index and

Technical
Information

Phone 1-514-336-2480 www.amiflex.com
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AGRICULTURAL FARM TANK 100 PSI General

Purpose
Es Hose
AGRICULTURAL FARMIANK 5 "
%‘ Water
i Sand D
Hose
Application : Dispense diesel fuel and oil from gravity tanks and barrel pumps. Conroleum.
Cover : Black weather and oil resistant synthetic rubber. C*ﬁorzigal
Reinforcement : Multiple layers of synthetic textile yarns with static wire
Tube : Black oil resistant nitrile rubber Rubber
Temperature :-35C to +80C(-30F to +180F) F""':rfg{i'r‘;‘é
Nom. I.D (in) Nom. 0.D(in) PSI Weight (Ibs) Std Pack Qty Part # Hose
3/4 1.06 100 0.370 500' AGP-075-100 it
1 1.38 100 0.540 500' AGP-100-100 Handing
Cut Lengths : Plus 10%
Standard Lengths : 500' reels Food Hose
Ducting
SAE 100R4 OIL SUCTION HOSE
Truck and
Marine
SAE100RE Hose
Fire Hose
Application : A high quality oil suction hose specifically designed for hydraulic suction service. Wealﬁjjng
Cover : Black, abrasion, gasoline and oil resistant synthetic rubber with blue stripe and Other Hose
pressure Cam-Locks
Reinforcement : High tensile wire helix embedded between layers of textile cords. Qa.“d
oy . . . uicklok
Tube : Black nitrile rubber for maximum oil resistance. Crimp
Temperature :-35C to +93C(-30F to +200F) System
Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part # 'uippées
(in) 0.D(in) ("Hg) Radius (Ibs) Qty Shank
(in) Fittings
3/4 1.26 29 300 3.00 0.620 100’ 100R4-12 Clamps
1 1.50 29 250 4.00 0.740 100' 100R4-16 High
1-1/4 1.73 29 200 6.00 1.010 100' 100R4-20 flomly
1-1/2 1.97 29 150 7.00 0.990 100’ 100R4-24 Mine
2 2.56 29 100 8.00 1.470 100' 100R4-32 Fitings
2-1/2 2.99 29 65 10.00 1.670 100' 100R4-40 FitAﬁ'r:gs
3 3.55 29 55 12.00 2.180 100' 100R4-48 Valves
4 4.56 29 35 18.00 3.100 100’ 100R4-64 Sandblast
Cut Lengths : Plus 10%
Standard Lengths : 100’ F,Ftitre
Recommended Couplings : Swaged hydraulic rngs
Fittngs
Rubber
Index and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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Air and
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Sheet
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Index and
Technical
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PETROLEUM DROP HOSE

mmmimmnm

Application : For use as a tank truck gravity drop hose. Also for use with oil, fuel and grease
transfer, oil slurry, hydrocarbons and animal fat handling. Features an external helix
that protects the hose cover as well as enabling the hose to slide over rough surface.

Cover : Orange PVC Helix

Reinforcement : High tensile synthetic textile yarn with built in static wire

Tube : Specially formulated compound for fuel transfer

Temperature :-29C to +65C(-20F to +150F)

Nom. I.D Nom. Vacuum PSI Bend Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)

2 2.67 28 70 5.00 1.120 100 PDROP-200
3 3.69 28 65 6.00 1.370 100 PDROP-300
4 4.82 28 65 8.00 2.160 100 PDROP-400

Cut Lengths : Plus 10%

Standard Lengths : 50'/100'

Recommended Couplings : Cam and groove

BANDING COILS

Application
banding or crimping.

: Threads between the helix of a hose, this coil provides a smoother surface for

Nom. I.D (in) Length (L/in) Weight (Ibs) Part #
1-1/2 6 0.007 COIL-150
2 7 0.120 COIL-200
2-1/2 8 0.190 COIL-250
3 8 0.290 COIL-300
4 9 0.510 COIL-400
5 10 0.950 COIL-500
6 14 1.570 COIL-600
8 15 2.920 COIL-800

Product Information :
Standard Lengths :

Rigid food grade helix.
Cut each piece in half for each end of hose

Phone 1-514-336-2480 www.amiflex.com
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URETHANE BIO-DROP FUEL HOSE

Air and

General
Purpose
Hose
Water
Sand D
Hose
Application : For use as a tank truck gravity drop hose with biofuel, gasoline, deisel and ethanol. Fotroleum,
Lightweight and flexible with exposed pvc helix making it very user friendly. C*;fmical
Cover : Green PVC Helix with polyurethane cover. BDROP is clear wall for flow visibility and o%e
BDROPB is black with added UV resistance. Rubber
Reinforcement : High tensile synthetic textile yarn with built in static wire. Hanaiing
Tube : Specially formulated fuel resistant polyurethane Hose
Temperature :-40C to +65C(-40F to +150F) I
Nom. I.D Nom. PSI Bend Weight  Std Pack Part # it
(in) 0.D(in) Radius (in) (Ibs) Qty Hose
3 3.78 65 6.00 1.200 100 BDROP-300 Food Hose
4 4.82 65 8.00 1.700 100 BDROP-400 Ducting
3 3.78 65 6.00 1.200 100 BDROPB-300 o
u
4 4.82 65 8.00 1.700 100 BDROPB-400 TrMugl;i:gd
Cut Lengths : Plus 10% Hose
Standard Lengths : 50'/100'
Recommended Couplings : Cam and Groove Fire Hose
Welding
VAPOUR THANE DUST & VAPOUR RECOVERY HOSE Other Hose

Application : Vapour recovery from petroleum transfer operations. Embedded static wire serves to spples
dissipate static electricity. NOT SUITABLE FOR CONVEYING LIQUIDS Shank
Cover : Corrugated clear abrasion and weather resistant polyurethane. Fittings
Reinforcement : Yellow PVC helix with integral static wire. HD Version has Red Helix Clamps
Tube : Clear fuel resistant polyurethane
Temperature :-40C to +65C(-40F to +150F) pragh
Nom. I.D Nom. PSI Bend Weight  Std Pack Part # Fitings
(in) 0.D(in) Radius (in) (Ibs) Qty Fl\{ltine
Ittings
2 2.46 17 3.00 0.500 100 VT-200 ——
3 3.57 11 3.50 0.780 100 VT-300 Fittings
4 4.60 9 4.50 1.100 100 VT-400 Valves
3 3.57 13 4.00 0.950 100 VTHD-300 Sandblast
4 4.62 11 5.00 1.270 100 VTHD-400 Fire
Cut Lengths : Plus 10% Fittings
Standard Lengths : 100’ Pipe
Recommended Couplings : Cam and Groove Fittings
Sheet
Rubber
Index and
Technical

Cam-Locks
i and
Quicklok
=, Crimp
System

Information

Quality Products, Competitive Prices, Outstanding Service
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SUPERFLEX PVC SUCTION

Application : Can be used for light oil, grease and animal fat suction. It can also be used in more
general applications where great flexibility is required at very low temperatures. Also
available with static wire.

Cover : Blue extra soft low temperature PVC

Reinforcement : Anti shock rigid pvc helix

Tube : Blue extra soft low temperature PVC

Temperature :-40C to +60C(-40F to +140F)

Nom. I.D Nom. Vacuum Bend PSI Weight Std Pack Part #
(in) 0.D(in) ("Hg) Radius (Ibs) Qty
(in)

2 2.39 29 7.00 70 0.750 100 SUPER-200
3 3.43 29 10.00 65 1.210 100 SUPER-300
4 4.54 29 14.00 50 2.020 100 SUPER-400
6 6.67 29 23.00 35 3.700 100 SUPER-600

Cut Lengths : Plus 10%

Standard Lengths : 100

Safety Information : Suction and Pressure ratings are based on a temperature of 20C (68F), reduce
by 50% at maximum working temperature

Recommended Couplings : Cam and groove or short shank

Phone 1-514-336-2480 www.amiflex.com
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CAM & GROOVE PART C Air and

General
Safety Information : Working Temperature ratings are based on new cam and groove couplings at P‘gggje
ambient temperatures. Used or worn couplings or extreme temperature conditions will result in
reduced operating pressures. Not for use with compressed gases. Water
Steam and

PART C ALUMINUM

Hose
Vacuum Rating : FULL Hose
Gasket Material :NBR
Gasket Temp. :-40C to +100C(-40F to +212F) Rubber

Material

Casting Temp. :-101C to +121C(-150F to +250F) Handling

Hose
Size (in) Max Weight Std Pack Part # .
Operating (Ibs) Qty Plastic

Material

PSI (70F) Hzla_'nodslieng

1/2 250 0.100 100 CGC-050-A1
3/4 250 0.240 50 CGC-075-A1
1 250 0.440 50 CGC-100-A1 Pucting

Petroleum,

Food Hose

1-1/4 250 0.660 30 CGC-125-A1 Ao
1-1/2 250 0.810 30 CGC-150-A1 Marine
2 250 1.060 20 CGC-200-A1
2-1/2 150 1.280 10 CGC-250-A1
3 150 2.070 10 CGC-300-A1 v
150 3.300 CGC-400-A1 Other Hose
75 3.970 CGC-500-A1 o
Quicklok

Fire Hose

Cam-Locks

o o U1 b

System
50 11.020 CGC-800-A1

4
2

75 6.240 2 CGC-600-A1 Crimp
2
1

10 50 19.400 CGC-1000-A Nipples

Menders
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine
Fittings

Air
Fittings

Valves

Sandblast

Fire
Fittings

Pipe
Fittings
Sheet
Rubber

Index and
Technical
Information

Quality Products, Competitive Prices, Outstanding Service
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s | PART C STAINLESS 316

Purpose
Hose
Vacuum Rating : FULL
SV‘;f]t(‘ffD Gasket Material :NBR
Hose Gasket Temp. :-40C to +100C(-40F to +212F)
Potrofoum Casting Temp. :-101C to +260C(-150F to +500F)
Steam and Size (in) Max Weight  Std Pack Part #
Hose Operating (Ibs) Qty
Rubber PSI (70F)
,Yaarfglfi'ﬁé 1/2 250 0.310 100 CGC-050-Ss1
Hose 3/4 250 0.530 50 CGC-075-S51
“Fﬂ’gztrigl 1 250 0.880 50 CGC-100-Ss1
Hznodslgmg 1-1/4 250 1.540 30 CGC-125-551
—— 1-1/2 250 1.630 30 CGC-150-Ss1
00! ose
2 250 2.830 20 CGC-200-Ss1
Ducting 2-1/2 150 3.300 10 CGC-250-551
Trlf\c";f;n g 3 150 4.410 10 CGC-300-Ss1
Marine 4 150 5.430 4 CGC-400-SS1
. 5 75 9.360 2 CGC-500-Ss1
Fire Hose
- 6 75 14.320 2 CGC-600-SS1
v 8 50 26.430 1 CGC-800-551
Other Hose
came™ |PART C ALUM HD TANK TRUCK WITH RETAINING LIP
icklok
e
System  Vacuum Rating : FULL
Nibolos Gasket Material :NBR
Mondors Gasket Temp. :-40C to +100C(-40F to +212F)
g{;ﬁ%‘; Casting Temp. :-101C to +121C(-150F to +250F)
Clamps Size (in) Max Weight Std Pack Part #
Operating (Ibs) Qty
High PSI (70F)
Pressure
Fittings 3 150 2.500 10 CGCR-300-A
Mine 4 150 3.400 4 CGCR-400-A
Fittings
Air
Fittings
Valves
Sandblast
Fire
Fittings
Pipe
Fittings
Sheet
Rubber
Index and
Technical
Information

Phone 1-514-336-2480 www.amiflex.com
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PART C SHANK ALUMINUM VAP REC CAM W PROBE

Vacuum Rating : FULL
Gasket Material :NBR

Gasket Temp. :-40C to +100C(-40F to +212F)
Casting Temp. :-101C to +121C(-150F to +250F)
Size (in) Max Weight (Ibs) Std Pack Qty Part #
Operating
PSI (70F)
3 150 2.600 4 CGCP-300-A
150 3.030 4 CGCP-4030-A

PART C ALUM HD TANK TRUCK WITH MULTI-SERRATION

Vacuum Rating : FULL
Gasket Material :NBR

Gasket Temp. :-40C to +100C(-40F to +212F)
Casting Temp. :-101C to +121C(-150F to +250F)
Size (in) Max Weight Std Pack Part #
Operating (Ibs) Qty
PSI (70F)
3 150 3.050 10 CGCT-300-A
4 150 3.700 4 CGCT-400-A

PART C ALUMINUM QUICKLOK

Vacuum Rating :FULL
Gasket Material :NBR

Gasket Temp. :-40C to +100C(-40F to +212F)
Casting Temp. :-101C to +121C(-150F to +250F)
Size (in) Max Weight Std Pack Part #
Operating (Ibs) Qty
PSI (70F)
1-1/2 250 1.250 30 CGCHK-150-A1
2 250 1.500 20 CGCHK-200-A1
2-1/2 150 1.720 10 CGCHK-250-A1
3 150 2.730 10 CGCHK-300-A1
4 150 3.960 4 CGCHK-400-A1

Air and

General

Purpose
Hose

Water
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Hose

Petroleum,

Steam and

Chemical
Hose
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Material
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Air and
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PART C STAINLESS 316 QUICKLOK

Vacuum Rating : FULL
Gasket Material :NBR

Gasket Temp. :-40C to +100C(-40F to +212F)
Casting Temp. :-101C to +260C(-150F to +500F)
Size (in) Max Weight Std Pack
Operating (Ibs) Qty
PSI (70F)
1 250 0.850 40
1-1/2 250 2.250 20
2 250 3.080 15
2-1/2 150 3.590 12
3 150 5.560 8
4 150 6.690 6

Part #

CGCK-100-SS
CGCK-150-SS
CGCK-200-SS
CGCK-250-SS
CGCK-300-SS
CGCK-400-SS

Phone 1-514-336-2480 www.amiflex.com
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CAM & GROOVE PART E Air and

Safety Information : NOT FOR USE WITH COMPRESSED GASES SEZ)Z);
PART E ALUMINUM SanaD
Hose
Casting Temp. :-101C to +121C(-150F to +250F) Petroleur,
Size (in) Weight (Ibs) Std Pack Qty Part # Chernical
1/2 0.100 100 CGE-050-Al —
3/4 0.120 50 CGE-075-Al Materal
1 0.200 50 CGE-100-Al Hose
1-1/4 0.350 50 CGE-125-Al Plasic
1-1/2 0.490 50 CGE-150-A1 Handing
2 0.710 25 CGE-200-Al
2-1/2 1.010 12 CGE-250-A1 Food Hose
3 1.470 12 CGE-300-A1 Ducting
4 2.480 6 CGE-400-A1 Ao
5 3.310 2 CGE-500-Al Marine
6 4.410 2 CGE-600-Al _
8 5.140 4 CGE-800-A1 Fire fose
10 14.200 1 CGE-1000-A el
Other Hose
PART E STAINLESS 316 e
Quigklok
Casting Temp. :-101C to +260C(-150F to +500F) Syetem
Size (in) Weight (Ibs) Std Pack Qty Part # Nipples
1/2 0.180 100 CGE-050-S51 “Shark
3/4 0.350 50 CGE-075-SS1 ritinge
1 0.810 50 CGE-100-SS1 Clamps
1-1/4 0.920 50 CGE-125-SS1 o High
1-1/2 1.290 50 CGE-150-5S1 Fittings
2 2.080 25 CGE-200-SS1 L
2-1/2 2.860 12 CGE-250-SS1 DV
3 4.040 12 CGE-300-SS1 Fitings
4 6.590 6 CGE-400-S51 Valves
5 8.810 2 CGE-500-SS1 Sandblast
6 12.110 2 CGE-600-SS1 o
8 16.250 2 CGE-800-SS1 P
Fittings
Sheet
Rubber
Index a_nd
information

Quality Products, Competitive Prices, Outstanding Service
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CAM & GROOVE DUST CAP

Safety Information : Working Temperature ratings are based on new cam and groove couplings at
ambient temperatures. Used or worn couplings or extreme temperature conditions will result in
reduced operating pressures. Not for use with compressed gases.

DUST CAP ALUMINUM

Vacuum Rating : FULL
Gasket Material :NBR
Gasket Temp.
Casting Temp.

1/2
3/4
1
1-1/4
1-1/2
2
2-1/2

o o U1 b

:-40C to +100C(-40F to +212F)
:-101C to +121C(-150F to +250F)

Size (in)

Max
Operating
PSI (70F)

250
250
250
250
250
250
150
150
150
75
75
50
50

Weight
(Ibs)

0.120
0.230
0.360
0.610
0.680
0.820
0.980
1.470
2.280
2.570
4.220
6.610
15.800

Std Pack

Qty

100
50
50
40
40
30

Part #

CDC-050-A1
CDC-075-A1
CDC-100-A1
CDC-125-A1
CDC-150-A1
CDC-200-A1
CDC-250-A1
CDC-300-A1
CDC-400-A1
CDC-500-A1
CDC-600-A1
CDC-800-A1
CDC-1000-A

Air and

General

Purpose
Hose

Water
Sand D
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling
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Ducting

Auto
Truck and
Marine
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Fire Hose

Welding
and
Other Hose
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and
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Crimp
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Fittings
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High
Pressure
Fittings

Mine
Fittings
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e, | DUST CAP STAINLESS 316
Purpose
Hose
Vacuum Rating : FULL
SV‘;f]t(‘ffD Gasket Material :NBR
Hose Gasket Temp. :-40C to +100C(-40F to +212F)
Potroteum Casting Temp. :-101C to +260C(-150F to +500F)
Steam and Size (in) Max Weight  Std Pack Part #
Hose Operating (Ibs) Qty
Rubber PSI (70F)
,Yaarfglfi'ﬁé 1/2 250 0.350 100 CDC-050-SSs1
Hose 3/4 250 0.400 50 CDC-075-551
'\F/l’zsetriigl 1 250 0.620 50 CDC-100-Ss1
Hmds'gg 1-1/4 250 1.160 40 CDC-125-S51
1-1/2 250 1.120 40 CDC-150-Ss1
Food Hose
2 250 1.530 30 CDC-200-Ss1
Ducting 2-1/2 150 2.290 20 CDC-250-5S1
Trlf\c";‘;n g 3 150 2.930 15 CDC-300-Ss1
Marine 4 150 4.450 10 CDC-400-5S1
: 5 75 6.610 2 CDC-500-S51
Fire Hose
6 75 10.130 2 CDC-600-SS51
Welding
and 8 50 15.420 2 CDC-800-Ss1
Other Hose
e | DUST CAP ALUMINUM LOCKING
Quicklok
Crimp
System  Vacuum Rating : FULL
Nibolos Gasket Material :NBR
Mondors Gasket Temp. :-40C to +100C(-40F to +212F)
g{;ﬁ%‘; Casting Temp. :-101C to +121C(-150F to +250F)
Clamps Size (in) Max Weight (Ibs) Std Pack Qty Part #
Operating PSI
High (70F)
Pressure
Fittings 1-1/2 250 0.680 40 CDCL-150-A
Fl\_{ltine 2 250 0.820 24 CDCL-200-A
Ittings
—A,g 2-1/2 150 0.980 24 CDCL-250-A
Ir
Fittings 3 150 1.470 30 CDCL-300-A
Valves 4 150 2.280 18 CDCL-400-A
Sandblast 6 75 4.140 6 CDCL-600-A
Fire
Fittings
Pipe
Fittings
Sheet
Rubber
Index and
Technical
Information
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DUST CAP LOCKING STAINLESS 316

Vacuum Rating
Gasket Material

Gasket Temp.
Casting Temp.

: FULL
:NBR
:-40C to +100C(-40F to +212F)

:-101C to +260C(-150F to +500F)

Size (in)

1-1/2

2

2-1/2

3
4
6

Max
Operating
PSI (70F)

250
250
150
150
150
75

Weight (Ibs) Std Pack Qty

1.560
1.970
2.420
2.930
5.640
11.190

40
24
24
12
10
5

Part #

CDCL-150-SS
CDCL-200-SS
CDCL-250-SS
CDCL-300-SS
CDCL-400-SS
CDCL-600-SS

DUST CAP ALUMINUM QUICKLOK

Vacuum Rating
Gasket Material

Gasket Temp.
Casting Temp.

Size (in)

1
1-1/2
2
2-1/2
3
4

s FULL
: NBR
:-40C to +100C(-40F to +212F)

:-101C to +121C(-150F to +250F)

Max Operating Weight (Ibs)

PSI (70F)

250
250
250
150
150
150

0.360
1.120
1.260
1.640
2.130
2.940

Std Pack Qty

50
40
30
20
15
10

Part #

CDCHK-100-A1
CDCHK-150-A1
CDCHK-200-A1
CDCHK-250-A1
CDCHK-300-A1
CDCHK-400-A1

DUST CAP STAINLESS 316 QUICKLOK

Vacuum Rating
Gasket Material

Gasket Temp.
Casting Temp.

Size (in)

1
1-1/2
2
2-1/2
3
4

: FULL
: NBR
:-40C to +100C(-40F to +212F)

:-101C to +260C(-150F to +500F)

Max Operating Weight (Ibs)
PSI (70F)

250
250
250
200
150
150

1.060
1.690
2.140
2.940
3.920
5.270

60
30
24
10
12
10

Std Pack Qty

Part #

CDCK-100-SS
CDCK-150-SS
CDCK-200-SS
CDCK-250-SS
CDCK-300-SS
CDCK-400-SS

Air and
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s | DUST CAP ALUMINUM + CHAIN

Purpose

Hose
Vacuum Rating : FULL

JNater Gasket Material :NBR
and D

Hose  Gasket Temp. 1 -40C to +100C(-40F to +212F)
petroleum,  Casting Temp. :-101C to +121C(-150F to +250F)

Steam and Size (in) Max Operating  Weight (Ibs) Std Pack Qty
Hose PSI (70F)
Rubber 1-1/2 250 0.710 40
Handling 2 250 0.850 30
Hose
2-1/2 150 1.010 20
NMotorial 3 150 1.520 15
v 4 150 2.330 10
— 5 75 2.620 2
6

75 4.270 2

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam-Locks
and
Quicklok
Crimp
System

Nipples
Menders
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index and
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Part #

CDCWC-150-A1
CDCWC-200-A1
CDCWC-250-A1
CDCWC-300-A1
CDCWC-400-A1
CDCWC-500-A1
CDCWC-600-A1
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CAM & GROOVE DUST PLUG Air and

Safety Information : NOT FOR USE WITH COMPRESSED GASES SEZ)Z);
DUST PLUG ALUMINUM svéan‘fra
ose
Casting Temp. :-101C to +121C(-150F to +250F) Petroleur,
Size (in) Weight (Ibs) Std Pack Qty Part # Chernical
1/2 0.040 100 CDP-050-A1 —
3/4 0.100 50 CDP-075-A1 F'}Aaarfglrll%
1 0.100 50 CDP-100-Al Hose
10 10.800 3 CDP-1000-A Plastic
1-1/4 0.220 50 CDP-125-A1 Q"{iﬁﬁ,
1-1/2 0.370 50 CDP-150-A1
2 0.390 50 CDP-200-A1 Food Hose
2-1/2 0.470 25 CDP-250-A1 Ducting
3 0.710 25 CDP-300-A1 Ao
4 1.230 15 CDP-400-A1 Marin
5 1.540 2 CDP-500-A1 _
6 1.980 2 CDP-600-A1 Fire fose
8 4.410 6 CDP-800-A1 Welaing
Other Hose
DUST PLUG STAINLESS 316 e
Quiqklok
Casting Temp. :-101C to +260C(-150F to +500F) System
Size (in) Weight (Ibs) Std Pack Qty Part # Nipples
12 0.130 100 CDP-050-51 “Shark
3/4 0.310 50 CDP-075-551 ritines
1 0.370 50 CDP-100-SS1 Clamps
1-1/4 0.510 50 CDP-125-SS1 JHigh
1-1/2 0.730 50 CDP-150-SS1 Fittings
2 1.110 50 CDP-200-SS1 Mine
2-1/2 1.760 25 CDP-250-SS1 VR
3 2.120 25 CDP-300-SS1 Fitngs
4 3.770 15 CDP-400-SS1 Valves
5 4.500 2 CDP-500-SS1 sandblast
6 5.230 2 CDP-600-SS1 fre
8 11.600 4 CDP-800-SS1 P
Fittings
Shest
Rubber
Index a_nd
information

Quality Products, Competitive Prices, Outstanding Service
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CAM & GROOVE PARTS Air and
General
Purpose

Hose

QUICKLOK HANDLE FOR ALUMINUM, BRASS AND STAINLESS .

Sand D

Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam-Locks
and
Quicklok
Crimp
System

Description Part # I\I>I“epnpd|2?s
QUICKLOK HANDLE FOR ALUM/BRASS 1-1/2"- 2 HSK2-200-SS Fitinge

QUICKLOK HANDLE FOR ALUM/BRASS 3"&4" HSK2-300-SS Clamps
QUICKLOK HANDLE FOR ALUM/BRASS 1-1/2"- 2 HSK5-200-SS .

QUICKLOK HANDLE FOR ALUM/BRASS 3"8&4" HSK5-300-SS Plzrﬁtsiﬁ;;e

Mine
Fittings

Air
Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index and
Technical
Information







QUICKLOK CRIMP COUPLINGS Air and
General
Purpose

Hose

Water
Sand D
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam-Locks
and

QUICKLOK ALUMINUM CAM AND GROOVE COUPLINGS “Cimp.

System

Vacuum Rating : FULL Nipples
Gasket Material :NBR Menders
Gasket Temp. :-40C to +100C(-40F to +212F) Fittings
Casting Temp. :-101C to +121C(-150F to +250F)

Size (in) Max Operating Weight (lbs) Std Pack Qty Part # Hiah

PSI (70F) Pressure

1-1/2 250 0.810 30 CGC-150CR-A1 Fitings

2 250 1.060 20 CGC-200CR-A1 Pl
2-1/2 150 1.280 10 CGC-250CR-Al A

3 150 2.070 10 CGC-300CR-A1

4 150 3.300 4 CGC-400CR-A1

6 75 6.240 2 CGC-600CR-A1 Sandblast

Clamps

Valves

Fittings

1-1/2 N/A 0.490 50 CGE-150CR-A1 Fire

Fittings

2 N/A 0.710 25 CGE-200CR-A1 —
2-1/2 N/A 1.010 12 CGE-250CR-A1 Fitings
3 N/A 1.470 12 CGE-300CR-A1 e

4 N/A 2.480 6 CGE-400CR-A1 Index and

Technical

6 N/A 4.400 2 CGE-600CR-A1 Information

Quality Products, Competitive Prices, Outstanding Service
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Air and

General

Purpose
Hose

Water
SandD
Hose

Petroleum,
Steam and
Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam-Locks
and
Quicklok
Crimp
System

Nipples
Menders
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index and
Technical
Information

QUICKLOK STAINLESS CAM AND GROOVE COUPLINGS

Vacuum Rating :FULL
Gasket Material :NBR
Gasket Temp.
Casting Temp.

Size (in) Max Operating
PSI (70F)
1-1/2 250
2 250
2-1/2 150
3 150
4 150
6 75
1-1/2 N/A
2 N/A
2-1/2 N/A
3 N/A
4 N/A

:-40C to +100C(-40F to +212F)
:-101C to +260C(-150F to +500F)

Std Pack Qty

Weight (Ibs)
1.400 30
2.400 20
3.000 10
4.000 10
5.400 4
12.200 2
1.000 50
1.870 25
2.600 12
3.600 12
5.000 6

Part #

CGC-150CR-SS1
CGC-200CR-SS1
CGC-250CR-SS1
CGC-300CR-SS1
CGC-400CR-SS1
CGC-600CR-SS1
CGE-150CR-SS1
CGE-200CR-SS1
CGE-250CR-5S1
CGE-300CR-SS1
CGE-400CR-SS1

QUICKLOK CRIMP COMBINATION NIPPLES STAINLESS

Size (in) Weight (Ibs)
1-1/2
2 1.600
2-1/2 2.850
3 4.060
4 8.000

Std Pack Qty
60
50
20
20
12

Part #
CNT-150CR-SS316
CNT-200CR-SS316
CNT-250CR-SS316
CNT-300CR-SS316
CNT-400CR-SS316

Phone 1-514-336-2480 www.amiflex.com
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QUICKLOK CRIMP COMBINATION NIPPLES PLATED STEEL

Size (in) Weight (lbs)
1 0.400
1-1/4 0.600
1-1/2 0.740
2 1.270
2-1/2 2.170
3 2.910
4 4.300
6 9.810

Std Pack Qty

100
80
60
50
20
20
12

4

Part #
CNT-100CR-SP
CNT-125CR-SP
CNT-150CR-SP
CNT-200CR-SP
CNT-250CR-SP
CNT-300CR-SP
CNT-400CR-SP
CNT-600CR-SP

Air and

General

Purpose
Hose

Water
Sand D
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Cam-Locks
and
Quicklok
Crimp
System

Nipples
Menders
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine

Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index and
Technical
Information
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Product Information :

QUICKLOK CRIMP FERRULES AND SLEEVES

inside diameter of the ferrule in 16ths of an inch (15/16" = 0.9375")

CF = Crimp Ferrule/or CSL = Crimp Sleeve - First 2 digits = inside diameter of
the hose (15 = 1-1/2") - Third digit = inside diameter of the ferrule in inches - Fourth & Fifth digit =

QUICKLOK FERRULES STEEL PLATED FOR 3/4" HOSE

Air and

General

Purpose
Hose

Water
Sand D
Hose

Petroleum,

Steam and

Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose

Welding
and
Other Hose

Ferrule I.D

(B/in)
1.3750
1.4375
1.5000
1.3125

Product Information :

Ferrule Lgth

(L/in)
2.14
2.14
2.14
2.14

200
200
200
200

Std Pack Qty Campbell Part#

FPS075124
FPS075128
FPS075132
FPS075120

Part #

CF-08106-SP
CF-08107-SP
CF-08108-SP
CF-08105-SP

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STEEL PLATED FOR 1" HOSE

Ferrule I.D

(B/in)
1.5000
1.5625
1.6250
1.6875
1.7500
1.8125

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Ferrule Lgth

(L/in)
2.29
2.29
2.29
2.29
2.29
2.29

200
200
200
200
200
200

Std Pack Qty Campbell Part#

FPS100132
FPS100136
FPS100140
FPS100144
FPS100148
FPS100152

Part #

CF-10108-SP
CF-10109-SP
CF-10110-SP
CF-10111-SP
CF-10112-SP
CF-10113-SP

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Cam-Locks
and
Quicklok
Crimp
System

Nipples
Menders
Shank
Fittings

Clamps

High
Pressure
Fittings

Mine
Fittings

Air

Fittings

Valves

Sandblast

Fire

Fittings

Pipe

Fittings

Sheet
Rubber

Index and
Technical
Information
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Air and

General

Purpose
Hose

Water
SandD
Hose

Petroleum,
Steam and
Chemical
Hose

Rubber

Material

Handling
Hose

Plastic
Material
Handling

Hose

Food Hose

Ducting

Auto
Truck and
Marine
Hose

Fire Hose
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and
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and
Quicklok
Crimp
System
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High
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Fittings

Mine
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Fittings
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Sandblast

Fire
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Pipe

Fittings

Sheet
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Index and
Technical
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QUICKLOK FERRULES STEEL PLATED FOR 1-1/2" HOSE

Ferrule I.D

(B/in)
1.9375
2.0000
2.0625
2.1250
2.1875
2.2500
2.3125
2.3750

Product Information :

Ferrule Lgth
(L/in)
2.36
2.36
2.36
2.36
2.36
2.36
2.36
2.36

Std Pack Qty Campbell Part#

128
128
128
128
128
80
80
80

FPS150160
FPS150200
FPS150204
FPS150208
FPS150212
FPS150216
FPS150220
FPS150224

Part #

CF-15115-SP
CF-15200-SP
CF-15201-SP
CF-15202-SP
CF-15203-SP
CF-15204-SP
CF-15205-SP
CF-15206-SP

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and
Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STEEL PLATED FOR 2" HOSE

Ferrule I.D

(B/in)
2.5000
2.5625
2.6250
2.6875
2.7500
2.8125
2.8750
2.9375

Product Information :

Ferrule Lgth
(L/in)
2.79
2.79
2.79
2.79
2.79
2.79
2.79
2.79

Std Pack Qty Campbell Part#

80
80
80
80
80
80
80
80

FPS200232
FPS200236
FPS200240
FPS200244
FPS200248
FPS200252
FPS200256
FPS200260

Part #

CF-20208-SP
CF-20209-SP
CF-20210-SP
CF-20211-SP
CF-20212-SP
CF-20213-SP
CF-20214-SP
CF-20215-SP

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and
Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STEEL PLATED FOR 2-1/2" HOSE

Ferrule I.D

(B/in)
3.0625
3.1250
3.1875
3.2500
3.3125
3.3750

Product Information :

Ferrule Lgth
(L/in)
3.11
3.11
3.11
3.11
3.11
3.11

Std Pack Qty Campbell Part#

60
60
60
60
60
60

N/A
FPS250308
FPS250312
FPS250316
FPS250320
FPS250328

Part #

CF-25301-SP
CF-25302-SP
CF-25303-SP
CF-25304-SP
CF-25305-SP
CF-25307-SP

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and
Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Phone 1-514-336-2480 www.amiflex.com
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QUICKLOK FERRULES STEEL PLATED FOR 3" HOSE

Ferrule I.D Ferrule Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

3.5625 3.94 40 FPS300336
3.6250 3.94 40 FPS300340
3.6875 3.94 40 FPS300344
3.7500 3.94 40 FPS300348
3.8125 3.94 40 FPS300352
3.8750 3.94 40 FPS300356
3.9375 3.94 40 FPS300360
4.0000 3.94 40 FPS300400

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Part #

CF-30309-SP
CF-30310-SP
CF-30311-SP
CF-30312-SP
CF-30313-SP
CF-30314-SP
CF-30315-SP
CF-30400-SP

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STEEL PLATED FOR 4" HOSE

Ferrule 1.D Ferrule Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

4.5625 4.19 30 FPS400436
4.6250 4.19 30 FPS400440
4.6875 4.19 30 FPS400444
4.7500 4.19 30 FPS400448
4.8125 4.19 30 FPS400452
4.8750 4.19 30 FPS400456
4.9375 4.19 30 FPS400460
5.0000 4.19 30 FPS400500
5.0625 4.19 30 FPS400504

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Part #

CF-40409-SP
CF-40410-SP
CF-40411-SP
CF-40412-SP
CF-40413-SP
CF-40414-SP
CF-40415-SP
CF-40500-SP
CF-40501-SP

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STEEL PLATED FOR 6" HOSE

Ferrule I.D Ferrule Lgth Std Pack Qty Campbell Part#
(B/in) (L/in)
6.6250 5.67 10 FPS600640
6.8750 5.67 10 FPS600656
7.1250 5.67 10 FPS600708
7.3750 5.67 10 FPS700724

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Part #

CF-60610-SP
CF-60614-SP
CF-60702-SP
CF-60706-SP

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Air and

General

Purpose
Hose
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Hose
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QUICKLOK FERRULES STAINLESS 304 FOR 3/4" HOSE

Ferrule I.D
(B/in)
1.3125
1.3750
1.4375
1.5000

Product Information :

Ferrule Lgth Std Pack Qty

(L/in)
2.14
2.14
2.14
2.14

200
200
200
200

Veyance
Part#

FRSS075120
FRSS075124
FRSS075128
FRSS075132

Campbell
Part#

FSS075120
FSS075124
FSS075128
FSS075132

Part #

CF-08105-55304
CF-08106-55304
CF-08107-55304
CF-08108-55304

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STAINLESS 304 FOR 1" HOSE

Ferrule I.D
(B/in)
1.5000
1.5625
1.6250
1.6875
1.7500
1.8125

Product Information

Ferrule Lgth Std Pack Qty

(L/in)
2.29
2.29
2.29
2.29
2.29
2.29

200
200
200
200
200
200

Veyance
Part#

FRSS100132
FRSS100136
FRSS100140
FRSS100144
FRSS100148
FRSS100152

Campbell
Part#

FSS100132
FSS100136
FSS5100140
FSS5100144
FSS100148
FSS100152

Part #

CF-10108-55304
CF-10109-55304
CF-10110-S5304
CF-10111-S5304
CF-10112-55304
CF-10113-55304

: For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK FERRULES STAINLESS 304 FOR 1-1/2" HOSE

Ferrule I.D
(B/in)
1.9375
2.0000
2.0625
2.1250
2.1875
2.2500
2.3125
2.3750

Product Information :

Ferrule Lgth Std Pack Qty

(L/in)
2.36
2.36
2.36
2.36
2.36
2.36
2.36
2.36

128
128
128
128
128
80
80
80

Veyance
Part#

FRSS150160
FRSS150200
FRSS150204
FRSS150208
FRSS150212
FRSS150216
FRSS150220
FRSS150224

Campbell
Part#

FSS150160
FSS150200
FSS150204
FSS150208
FSS150212
FSS150216
FSS150220
FSS5150224

Part #

CF-15115-55304
CF-15200-55304
CF-15201-55304
CF-15202-55304
CF-15203-55304
CF-15204-55304
CF-15205-55304
CF-15206-55304

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Phone 1-514-336-2480 www.amiflex.com
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QUICKLOK FERRULES STAINLESS 304 FOR 2" HOSE

Air and

General

Purpose
Hose

Ferrule .D Ferrule Lgth Std Pack Qty Veyance Campbell Part # Water
(B/in) (L/in) Part# Part# SsggeD
2.5000 2.79 80 FRSS200232 FS5200232 CF-20208-55304 —
2.5625 2.79 80 FRSS200236 FSS200236 CF-20209-SS304 Séiznr:ﬂzgld
2.6250 2.79 80 FRSS200240 FSS200240 CF-20210-SS304 Hose
2.6875 2.79 80 FRSS200244 FSS200244 CF-20211-SS304 Rubber
2.7500 2.79 80 FRSS200248  FSS200248 CF-20212-55304 Q”éﬁ&”ﬁ‘é
2.8125 2.79 80 FRSS200252 FS5200252 CF-20213-SS304
2.8750 2.79 80 FRSS200256  FSS200256 CF-20214-55304 Mol
2.9375 2.79 80 FRSS200260  FSS200260 CF-20215-55304 el

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). 1.D Tolerance = +/-0.012 Food Hose
Ducting

QUICKLOK FERRULES STAINLESS 304 FOR 2-1/2" HOSE
Thare

FerruleI.D Ferrule Lgth Std PackQty  Veyance Campbell Part # Hose
(B/in) (L/in) Part# Part# Fire Hose
3.0625 3.11 60 N/A N/A CF-25301-SS304 Werding
3.1250 3.11 60 FRSS250308 FSS250308 CF-25302-SS304 Oth;”ﬂose
3.1875 3.11 60 FRSS250312  FSS250312 CF-25303-55304 oo
3.2500 3.11 60 FRSS250316 FSS250316 CF-25304-5SS304 jSzckibk
3.3125 3.11 60 FRSS250320  FSS250320 CF-25305-55304 Systom
3.3750 3.11 60 FRSS250328 FSS250328 CF-25307-S5304 Nipplos

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and Menders
Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012 SQ;’;‘;
QUICKLOK FERRULES STAINLESS 304 FOR 3" HOSE clamps

Prlt;”sgsr:Jre

Ferrule I.D Ferrule Lgth Std Pack Qty  Veyance Campbell Part # Fittings
(B/in) (L/in) Part# Part# Fl\iftiir;%s
3.5625 3.94 40 FRSS300336 FSS300336 CF-30309-SS5304 DV
3.6250 3.94 40 FRSS300340 FSS300340 CF-30310-SS304 Fittings
3.6875 3.94 40 FRSS300344 FSS300344 CF-30311-SS304 Valves
3.7500 3.94 40 FRSS300348 FSS300348 CF-30312-SS304 Sandblast
3.8125 3.94 40 FRSS300352 FSS300352 CF-30313-SS304 Fire
3.8750 3.94 40 FRSS300356 FSS300356 CF-30314-SS304 Fitings
3.9375 3.94 40 FRSS300360  FSS300360 CF-30315-55304 L
4.0000 3.94 40 FRSS300400 FSS300400 CF-30400-SS304 Sheet

Product Information :

For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and

Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Rubber

Index and
Technical
Information
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dener | QUICKLOK FERRULES STAINLESS 304 FOR 4" HOSE

Purpose

Hose

Water Ferrule .D Ferrule Lgth Std Pack Qty Veyance Campbell Part #
s and D (B/in) (L/in) Part# Part#

— 4.5625 4.19 30 FRSS400436  FSS400436 CF-40409-SS304
Steam and 4.6250 4.19 30 FRSS400440  FSS400440 CF-40410-SS304
Hose 4.6875 4.19 30 FRSS400444  FSS400444 CF-40411-S5304
Rubber 4.7500 4.19 30 FRSS400448  FSS400448 CF-40412-SS304
Q”thué 4.8125 4.19 30 FRSS400452  FSS400452 CF-40413-SS304
4.8750 4.19 30 FRSS400456  FSS400456 CF-40414-SS304
Voo 4.9375 4.19 30 FRSS400460  FSS400460 CF-40415-S5304
i 5.0000 4.19 30 FRSS400500  FSS400500 CF-40500-55304
S 5.0625 4.19 30 FRSS400504  FSS400504 CF-40501-SS304

Product Information : For use with Quicklok crimp cam and groove fitting (CGC-XXXCR-A1/SS1) and
Ducting Quicklok crimp combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Auto

Tacend | QUICKLOK SLEEVES STEEL PLATED FOR 3/4" HOSE

Hose

Fire Hose Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part #
Welding (B/in) (L/in)

othartlose 1.1250 2.14 200 SPS075108 CSL-08102-SP

o Looks 1.2500 2.14 200 SPS075116 CSL-08104-SP
Quickiok 1.2500 2.29 200 SPS100120 CSL-10105-SP
Sy 1.3750 2.14 200 SPS075124 CSL-08106-SP

: Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp
Nipples combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Menders
Shank

" | QUICKLOK SLEEVES STEEL PLATED FOR 1" HOSE

Clamps
pgh Sleeve I.D Sleeve Lgth Std Pack Qty = Campbell Part# Part #
Fittings (B/in) (L/in)
Mine 1.3125 2.29 200 SPS100124 CSL-10106-SP
%S 1.3750 2.29 200 SPS100128 CSL-10107-SP
Fittings 1.5000 2.29 200 SPS100132 CSL-10108-SP
Valves 1.5625 2.29 200 SPS100136 CSL-10109-SP
Sandblast 1.6250 2.29 200 SPS100140 CSL-10110-SP
Fire 1.6875 2.29 200 SPS100144 CSL-10111-SP
_ itings 1.7500 2.29 200 SPS100148 CSL-10112-SP
Fmﬁ%s Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012
Sheet
Rubber

Index and
Technical
Information
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QUICKLOK SLEEVES STEEL PLATED FOR 1 1/4" HOSE General
jirisay
Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part # Water
(B/in) (L/in) SgggeD
1.8750 2.32 200 SPS125156 CSL-13114-SP boro
etroleum,
2.0000 2.32 200 SPS125200 CSL-13200-SP Sctiam,anld
Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp ﬁo";'?
combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012
Rubber
Material
QUICKLOK SLEEVES STEEL PLATED FOR 1 1/2" HOSE Harding
Plastif:
Sleeve 1.D Sleeve Lgth Std Pack Qty Campbell Part# Part # F""':rfj{i'ﬁg'l
(B/in) (L/in) Hose
1.7500 2.36 128 SPS150148 CSL-15112-SP Food Hose
1.8125 2.36 128 SPS150152 CSL-15113-SP Ducting
1.8750 2.36 128 SPS150156 CSL-15114-SP o
uto
1.9375 2.36 128 SPS150160 CSL-15115-SP Tr&g‘;ﬁgd
2.0000 2.36 128 SPS150200 CSL-15200-SP Hose
2.0625 2.36 128 SPS150204 CSL-15201-SP Fire Hose
2.1250 2.36 128 SPS150208 CSL-15202-SP Welding
2.1875 2.36 128 SPS150212 CSL-15203-SP Other Hose
2.2500 2.36 80 SPS150216 CSL-15204-SP Cam-Locks
2.3125 2.36 80 SPS150220 CSL-15205-SP inztkﬂok
2.3750 2.36 80 SPS150224 CSL-15206-SP S
Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp
combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012 l\'}japnpd";fs
Shank
Fittings
Clamps
High
Pressure
Fittings
Mine
Fittings
Air
Fittings
Valves
Sandblast
Fire
Fittings
Pipe
Fittings
Sheet
Rubber
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QUICKLOK SLEEVES STEEL PLATED FOR 2" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

2.2500 2.79 80 SPS200216
2.3750 2.79 80 SPS200224
2.4375 2.79 80 SPS200228
2.5000 2.79 80 SPS200232
2.5625 2.79 80 SPS200236
2.6250 2.79 80 SPS200240
2.6875 2.79 80 SPS200244
2.7500 2.79 80 SPS200248
2.8125 2.79 80 SPS200252
2.8750 2.79 80 SPS200256
2.9375 2.79 80 SPS200260
3.0000 2.79 80 SPS200300

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Part #

CSL-20204-SP
CSL-20206-SP
CSL-20207-SP
CSL-20208-SP
CSL-20209-SP
CSL-20210-SP
CSL-20211-SP
CSL-20212-SP
CSL-20213-SP
CSL-20214-SP
CSL-20215-SP
CSL-20300-SP

QUICKLOK SLEEVES STEEL PLATED FOR 2 1/2" HOSE

Sleeve 1.D Sleeve Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

3.0000 3.11 60 SPS250300
3.1250 3.11 60 SPS250308
3.2500 3.11 60 SPS250316
3.3750 3.11 60 SPS250324
3.5000 3.11 60 SPS250332
3.2500 3.94 40 SPS300316

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Part #

CSL-25300-SP
CSL-25302-SP
CSL-25304-SP
CSL-25306-SP
CSL-25308-SP
CSL-30304-SP

Phone 1-514-336-2480 www.amiflex.com
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QUICKLOK SLEEVES STEEL PLATED FOR 3" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

3.3750 3.94 40 SPS300324
3.4375 3.94 40 SPS300328
3.5000 3.94 40 SPS300332
3.5625 3.94 40 SPS300336
3.6250 3.94 40 SPS300340
3.6875 3.94 40 SPS300344
3.7500 3.94 40 SPS300348
3.8125 3.94 40 SPS300352
3.8750 3.94 40 SPS300356
4.0000 3.94 40 SPS300400

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Part #

CSL-30306-SP
CSL-30307-SP
CSL-30308-SP
CSL-30309-SP
CSL-30310-SP
CSL-30311-SP
CSL-30312-SP
CSL-30313-SP
CSL-30314-SP
CSL-30400-SP

QUICKLOK SLEEVES STEEL PLATED FOR 4" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

4.2500 4.19 30 SPS400416
4.6750 4.19 30 SPS400424
4.5000 4.19 30 SPS400432
4.5625 4.19 30 SPS400436
4.6250 4.19 30 SPS400440
4.6875 4.19 30 SPS400444
4.7500 4.19 30 SPS400448
4.8125 4.19 30 SPS400452
4.8750 4.19 30 SPS400456
4.9375 4.19 30 SPS400460
5.0000 4.19 30 SPS400500

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Part #

CSL-40404-SP
CSL-40406-SP
CSL-40408-SP
CSL-40409-SP
CSL-40410-SP
CSL-40411-SP
CSL-40412-SP
CSL-40413-SP
CSL-40414-SP
CSL-40415-SP
CSL-40500-SP
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seer | QUICKLOK SLEEVES STEEL PLATED FOR 6" HOSE

Purpose

Hose

Water Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part #
S and D (B/in) (L/in)

— 6.2500 5.67 10 SPS600616 CSL-60604-SP
Steam and 6.3750 5.67 10 SPS600624 CSL-60606-SP
Hoss 6.5000 5.67 10 SPS600632 CSL-60608-SP
Rubber 6.5260 5.67 10 SPS600640 CSL-60610-SP
Q”thlé 6.7500 5.67 10 SPS600648 CSL-60612-SP
6.8750 5.67 10 SPS600656 CSL-60614-SP
Materal 7.0000 5.67 10 SPS600700 CSL-60700-SP
i 7.1250 5.67 10 SPS600708 CSL-60702-SP
— 7.2500 5.67 10 SPS600716 CSL-60704-SP
o 7.3750 5.67 10 SPS600724 CSL-60706-SP

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp
Auto combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Truck and

Marine

" |QUICKLOK SLEEVES STAINLESS 304 FOR 3/4" HOSE

Fire Hose

Welding Sleeve 1.D Sleeve Lgth Std Pack Qty Campbell Part# Part #
and - -
Other Hose (Blln) (L/|n)
o Locke 1.1250 2.14 200 555075108 CSL-08102-55304
ook 1.2500 2.14 200 555075116 CSL-08104-55304
St 1.3750 2.14 200 555075124 CSL-08106-55304

: Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp
Nipples combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Menders
Shank

"% |QUICKLOK SLEEVES STAINLESS 304 FOR 1" HOSE

Clamps
ogh Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part #
Fittings (B/in) (L/in)
Mine 1.2500 2.29 200 555100116 CSL-10104-55304
% 1.3125 2.29 200 S$S5100120 CSL-10105-55304
Fittings 1.3750 2.29 200 555100124 CSL-10106-55304
Valves 1.4375 2.29 200 $S5100128 CSL-10107-55304
Sandblast 1.5000 2.29 200 555100132 CSL-10108-55304
o 1.5625 2.29 200 555100136 CSL-10109-S5304
_ Fitings 1.6250 2.29 200 $55100140 CSL-10110-S5304
Fitngs 1.6875 2.29 200 555100144 CSL-10111-55304
Sheet 1.7500 2.29 200 555100148 CSL-10112-55304

Rubber Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

Indexand ~ combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012
Technical
Inficrmrg(t:ign
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QUICKLOK SLEEVES STAINLESS 304 FOR 1 1/4" HOSE

Air and

General

Purpose
Hose

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part # Water
(B/in) (L/in) SgggeD
1.8750 2.32 200 5§55125156 CSL-13114-S5304 —
2.0000 2.32 200 §55125200 CSL-13200-S5304 Sctiir:wnligfi
Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp Hose
combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012 o
Material
QUICKLOK SLEEVES STAINLESS 304 FOR 1 1/2" HOSE Handing
Plastic
Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part # F""':rfj{i‘r?é
(B/in) (L/in) Hose
1.8125 2.36 128 5§55150152 CSL-15113-55304 Food Hose
1.8750 2.36 128 S§55150156 CSL-15114-SS304 Ducting
1.9375 2.36 128 S§55150160 CSL-15115-5S304 o
2.0000 2.36 128 S$55150200 CSL-15200-5S304 TrMugl:ir?gd
2.0625 2.36 128 555150204 CSL-15201-SS304 Hose
2.1250 2.36 128 §55150208 CSL-15202-S5304 Fire Hose
2.1875 2.36 128 §55150212 CSL-15203-5S304 Welding
2.2500 2.36 80 $SS150216 CSL-15204-55304 Other Hose
2.3125 2.36 80 S$55150220 CSL-15205-5S304 Cam-Locks
2.3750 2.36 80 555150224 CSL-15206-55304 sztk’bk
Prodyct .Info_rmation : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp S(:;/!;Te]ﬁ‘\
combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012
Nipples
QUICKLOK SLEEVES STAINLESS 304 FOR 2" HOSE
Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part # Clamps
(8/in) (L/im)
2.5000 2.79 80 $55200232 CSL-20208-5S304 Fittings
2.5625 2.79 80 555200236 CSL-20209-55304 F'\éltllrr]:egs
2.6250 2.79 80 $55200240 CSL-20210-SS304 DV
2.6875 2.79 80 §55200244 CSL-20211-5S304 Fittings
2.7500 2.79 80 $55200248 CSL-20212-5S304 Valves
2.8125 2.79 80 555200252 CSL-20213-55304 Sandblast
2.8750 2.79 80 §55200256 CSL-20214-SS304 Fire
2.9375 2.79 80 $55200260 CSL-20215-5S304 Ftings
3.0000 2.79 80 S$55200300 CSL-20300-5S304 Fmﬁzs

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012
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QUICKLOK SLEEVES STAINLESS 304 FOR 2 1/2" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part#
(B/in) (L/in)
3.0000 3.11 60 S$SS250300
3.1250 3.11 60 $55250308
3.2500 3.11 60 SSS250316
3.3750 3.11 60 S$S5S250324
3.5000 3.11 60 S$SS250332

Part #

CSL-25300-S5304
CSL-25302-55304
CSL-25304-SS304
CSL-25306-S5304
CSL-25308-SS304

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

QUICKLOK SLEEVES STAINLESS 304 FOR 3" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part#

(B/in) (L/in)

3.2500 3.94 40 SSS300316
3.3750 3.94 40 SSS300324
3.4375 3.94 40 SSS300328
3.5000 3.94 40 SSS300332
3.5625 3.94 40 SSS300336
3.6250 3.94 40 SSS300340
3.6875 3.94 40 SSS300344
3.7500 3.94 40 SSS300348
3.8125 3.94 40 SSS300352
3.8750 3.94 40 SSS300356
4.0000 3.94 40 SSS300400

Part #

CSL-30304-SS304
CSL-30306-S5304
CSL-30307-S5304
CSL-30308-S5304
CSL-30309-SS304
CSL-30310-SS304
CSL-30311-S5304
CSL-30312-S5304
CSL-30313-SS304
CSL-30314-SS304
CSL-30400-S5304

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Phone 1-514-336-2480 www.amiflex.com
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QUICKLOK SLEEVES STAINLESS 304 FOR 4" HOSE

Sleeve I.D Sleeve Lgth
(B/in) (L/in)
4.2500 4.19
4.3750 4.19
4.5000 4.19
4.5625 4.19
4.6250 4.19
4.6875 4.19
4.7500 4.19
4.8125 4.19
4.8750 4.19
4.9375 4.19
5.0000 4.19

Product Information : For use with cam and groove fitting (CGC-XXX-A1/SS1) and Quicklok crimp

30
30
30
30
30
30
30
30
30
30
30

Std Pack Qty Campbell Part#

555400416
555400424
555400432
555400436
555400440
555400444
555400448
555400452
555400456
555400460
555400500

combination nipples (CNT-XXXCR-SP/SS316). I.D Tolerance = +/-0.012

Part #

CSL-40404-S5304
CSL-40406-55304
CSL-40408-S5304
CSL-40409-S5304
CSL-40410-SS304
CSL-40411-S5304
CSL-40412-55304
CSL-40413-SS304
CSL-40414-SS304
CSL-40415-55304
CSL-40500-S5304

QUICKLOK SHORT SLEEVE STL PLTD FOR 3/4" TO 1-1/2" HOSE

Sleeve 1.D Sleeve Lgth
(B/in) (L/in)
1.1250 1.10
1.6250 1.26
1.7500 1.26
1.8750 1.26
2.0000 1.46

Product Information : For use with regular combination nipples (CNT-XXX-S/SP/SS/SS316) and short

shank fittings (PL-XXX-AD).

200
200
200
200
128

Std Pack Qty Campbell Part#

SPS075108S
SPS100140S
SPS125148S
SPS125156S
SPS150200S

Part #

CSL-08102S-SP
CSL-10110S-SP
CSL-13112S-SP
CSL-13114S-SP
CSL-15200S-SP

QUICKLOK SHORT SLEEVE STEEL PLATED FOR 2" HOSE

Sleeve I.D Sleeve Lgth
(B/in) (L/in)
2.1250 1.81
2.3750 1.81
2.5000 1.81
2.6250 1.81
2.7500 1.81

Product Information : For use with regular combination nipples (CNT-XXX-S/SP/SS/SS316) and short

shank fittings (PL-XXX-AD).

80
80
80
80
80

Std Pack Qty Campbell Part#

SPS200208S
SPS200224S
SPS200232S
SPS200240S
SPS200248S

Part #

CSL-20202S-SP
CSL-20206S-SP
CSL-20208S-SP
CSL-20210S-SP
CSL-20212S-SP
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QUICKLOK SHORT SLEEVE STEEL PLATED FOR 3" HOSE

Sleeve I.D Sleeve Lgth Std Pack Qty Campbell Part# Part #

(B/in) (L/in)

3.3750 2.44 60 SPS300324S CSL-30306S-SP
3.4375 2.44 60 SPS300328S CSL-30307S-SP
3.5000 2.44 60 SPS300332S CSL-30308S-SP
3.5625 2.44 60 SPS300336S CSL-30309S-SP
3.6250 2.44 60 SPS300340S CSL-30310S-SP
3.6875 2.44 60 SPS300344S CSL-30311S-SP
3.7500 2.44 60 SPS300348S CSL-30312S-SP
3.8750 2.44 60 SPS300356S CSL-30314S-SP

Product Information : For use with regular combination nipples (CNT-XXX-S/SP/SS/SS316) and short
shank fittings (PL-XXX-AD).

QUICKLOK SHORT SLEEVE STEEL PLATED FOR 4" HOSE

Sleeve 1.D Sleeve Lgth Std Pack Qty Campbell Part# Part #

(B/in) (L/in)

4.3750 3.31 40 SPS400424S CSL-40406S-SP
4.5000 3.31 40 SPS400432S CSL-40408S-SP
4.5625 3.31 40 SPS400436S CSL-40409S-SP
4.6250 3.31 40 SPS400440S CSL-40410S-SP
4.6875 3.31 40 SPS400444S CSL-40411S-SP
4.7500 3.31 40 SPS400448S CSL-40412S-SP
4.8125 3.31 40 SPS400452S CSL-40413S-SP

Product Information : For use with regular combination nipples (CNT-XXX-S/SP/SS/SS316) and short
shank fittings (PL-XXX-AD).
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QUICKLOK UNIVERSAL LD FERRULE STL PLTD FOR 3/4" & 1" HOSE

Ferrule I.D

(B/in)
1.1250
1.1563
1.1875
1.2188
1.2500
1.2813
1.4375
1.4688
1.5000
1.5313
1.5625

Product Information

thickess is .040"

Ferrule Lgth

(L/in)
2.14
2.14
2.14
2.14
2.14
2.14
2.29
2.29
2.29
2.29
2.29

200
200
200
200
200
200
200
200
200
200
200

Std Pack Qty Campbell Part#

FLPS075108
FLPS075110
FLPS075112
FLPS075114
FLPS075116
FLPS075118
FLPS100128
FLPS100130
FLPS100132
FLPS100134
FLPS100136

Part #

CFT-08104LD-SP
CFT-08105LD-SP
CFT-08106LD-SP
CFT-08107LD-SP
CFT-08108LD-SP
CFT-08109LD-SP
CFT-10114LD-SP
CFT-10115LD-SP
CFT-10116LD-SP
CFT-10117LD-SP
CFT-10118LD-SP

: For use with Quicklok Universal Crimp fittings (HE-XXXCR-DP). Ferrule

QUICKLOK UNIVERSAL LD FERRULES SS304 FOR 3/4" & 1" HOSE

Ferrule I.D

(B/in)
1.1250
1.1563
1.1875
1.2188
1.2500
1.2813
1.4375
1.4688
1.5000
1.5313
1.5625

Product Information :

thickess is .040"

Ferrule Lgth

(L/in)
2.14
2.14
2.14
2.14
2.14
2.14
2.29
2.29
2.29
2.29
2.29

200
200
200
200
200
200
200
200
200
200
200

Std Pack Qty Campbell Part#

FLSS075108
FLSS075110
FLSS075112
FLSS075114
FLSS075116
FLSS075118
FLSS100128
FLSS100130
FLSS100132
FLSS100134
FLSS100136

Part #

CFT-08104LD-SS304
CFT-08105LD-SS304
CFT-08106LD-SS304
CFT-08107LD-SS304
CFT-08108LD-SS304
CFT-08109LD-SS304
CFT-10114LD-SS304
CFT-10115LD-SS304
CFT-10116LD-SS304
CFT-10117LD-SS304
CFT-10118LD-SS304

For use with Quicklok Universal Crimp fittings (HE-XXXDR-DP). Ferrule
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QUICKLOK UNIVERSAL HD FERRULE STL PLTD FOR 3/4" & 1" HOSE

Ferrule I.D (B/in)

1.1250
1.1563
1.1875
1.2188
1.2500
1.2813
1.4375
1.4688
1.5000
1.5313
1.5625

Product Information :

thickess is .060"

Ferrule Lgth (L/in)

2.14
2.14
2.14
2.14
2.14
2.14
2.29
2.29
2.29
2.29
2.29

Std Pack Qty

200
200
200
200
200
200
200
200
200
200
200

Part #
CFT-08104HD-SP
CFT-08105HD-SP
CFT-08106HD-SP
CFT-08107HD-SP
CFT-08108HD-SP
CFT-08109HD-SP
CFT-10114HD-SP
CFT-10115HD-SP
CFT-10116HD-SP
CFT-10117HD-SP
CFT-10118HD-SP

For use with Quicklok Universal Crimp fittings (HE-XXXCR-DP). Ferrule

QUICKLOK UNIVERSAL HD FERRULES SS304 FOR 3/4" & 1" HOSE

Ferrule I.D (B/in)

1.1250
1.1563
1.1875
1.2188
1.2500
1.2813
1.4375
1.4688
1.5000
1.5313
1.5625

Product Information

thickess is .060"

Ferrule Lgth (L/in)

2.14
2.14
2.14
2.14
2.14
2.14
2.29
2.29
2.29
2.29
2.29

Std Pack Qty

200
200
200
200
200
200
200
200
200
200
200

Part #
CFT-08104HD-SS304
CFT-08105HD-SS304
CFT-08106HD-SS304
CFT-08107HD-SS304
CFT-08108HD-SS304
CFT-08109HD-SS304
CFT-10114HD-SS304
CFT-10115HD-SS304
CFT-10116HD-SS304
CFT-10117HD-SS304
CFT-10118HD-SS304

: For use with Quicklok Universal Crimp fittings (HE-XXXCR-DP). Ferrule

Phone 1-514-336-2480 www.amiflex.com
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CENTRE PUNCH

HAMMERLOCK TOOLS

Description Weight (Ibs) Std Pack Qty
P1 HAMMER LOCK TOOL 2.800 1
P1000 TOOL 3.000 1
P300 TOOL 3.300 1
P38 TOOL 1.000 1

Part #
P1
P1000
P300
P38
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HAMMER LOCK CLAMPS

Description
1" HAMMER LOCK 5/8" WIDE
1-1/4" HAMMER LOCK 5/8" WIDE
1-1/2" HAMMER LOCK 5/8" WIDE
1-3/4" HAMMER LOCK 5/8" WIDE
2" HAMMER LOCK 5/8" WIDE
2-1/4" HAMMER LOCK 5/8" WIDE
2-1/2" HAMMER LOCK 5/8" WIDE
2-3/4" HAMMER LOCK 5/8" WIDE
3" HAMMER LOCK 5/8" WIDE
3-1/2" HAMMER LOCK 5/8" WIDE
4" HAMMER LOCK 5/8" WIDE
4-1/2" HAMMER LOCK 5/8" WIDE
5" HAMMER LOCK 5/8" WIDE
6" HAMMER LOCK 5/8" WIDE
6-1/2" HAMMER LOCK 5/8" WIDE
7" HAMMER LOCK 5/8" WIDE
8" HAMMER LOCK 5/8" WIDE
1" HAMMER LOCK 3/8" WIDE
1-3/16 HAMMER LOCK 3/8" WIDE
1-3/8" HAMMER LOCK 3/8" WIDE
2" HAMMER LOCK 3/8" WIDE

Weight (Ibs) Std Pack Qty

0.070
0.080
0.080
0.090
0.100
0.110
0.120
0.120
0.130
0.150
0.160
0.180
0.190
0.230
0.240
0.260
0.290
0.030
0.030
0.040
0.050

100
100
100
100
100
50
50
50
50
50
25
25
25
25
25
25
20
100
100
100
100

Part #
CPHL-04
CPHL-05
CPHL-06
CPHL-07
CPHL-08
CPHL-09
CPHL-10
CPHL-11
CPHL-12
CPHL-14
CPHL-16
CPHL-18
CPHL-20
CPHL-24
CPHL-26
CPHL-28
CPHL-32
CPHL-310
CPHL-03
CPHL-311
CPHL-316

Phone 1-514-336-2480 www.amiflex.com
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HAMMER LOCK CLAMPS STAINLESS

Description Weight (Ibs) Std Pack Qty

1" HAMMER LOCK STAIN 5/8" WIDE 0.070 100
1-1/4" HAMMER LOCK STAIN 5/8" WIDE 0.080 100
1-1/2"HAMMER LOCK STAIN 5/8" WIDE 0.080 100
1-3/4"HAMMER LOCK STAIN 5/8" WIDE 0.090 100
2" HAMMER LOCK STAIN 5/8" WIDE 0.100 100
2-1/4"HAMMER LOCK STAIN 5/8" WIDE 0.110 100
2-1/2"HAMMER LOCK STAIN 5/8" WIDE 0.120 100
2-3/4"HAMMER LOCK STAIN 5/8" WIDE 0.120 50
3"HAMMER LOCK STAIN 5/8" WIDE 0.130 50
3-1/2"HAMMER LOCK STAIN 5/8" WIDE 0.150 50
4"HAMMER LOCK STAIN 5/8" WIDE 0.160 25
4-1/2"HAMMER LOCK STAIN 5/8" WIDE 0.180 25
5"HAMMER LOCK STAIN 5/8" WIDE 0.190 25
6"HAMMER LOCK STAIN 5/8" WIDE 0.230 25
7"HAMMER LOCK STAIN 5/8" WIDE 0.260 25
8"HAMMER LOCK STAIN 5/8" WIDE 0.290 20
1-3/16" HAMMER LOCK STAIN 3/8" WIDE 0.030 100
1-3/8"HAMMER LOCK STAIN 3/8" WIDE 0.040 100
2"HAMMER LOCK STAIN 3/8"WIDE 0.050 100

Part #
CPHLS-04
CPHLS-05
CPHLS-06
CPHLS-07
CPHLS-08
CPHLS-09
CPHLS-10
CPHLS-11
CPHLS-12
CPHLS-14
CPHLS-16
CPHLS-18
CPHLS-20
CPHLS-24
CPHLS-28
CPHLS-32
CPHLS-03

CPHLS-311
CPHLS-316
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Index For Hose By Working Pressure (PSI)

B/47 SAE TOOR4 HYDRAULIC SUCTION.......eeeeeeeeeeeeeeee .. I | " PETROLEUM DROP C/W STATICWIRE. ...........oeeeeeeee.. 14
B SUPERFIEX PVC SUCTION. ..o eeeeeeeeeeeeeeeeeeeeeeeee.s. 19

T TANK TRUCK BLUE STRIPE ZJ50UPSI.......oeeeeeeeeeeeeeeeeeee s d 65

E-I7Z27 TANK TRUCK BLUE STRIPE ZJ5UPSI.......oeeeeeeeeeeeeee s d E-17Z27 SAE TOURZ HYDRAULIC SUCTION. ....oooeeeeeeeeeeeee e 13

BT TANK TRUCK BLUE STRIPE ZJ50UPSI.......ooeeeeeeeeeeeeeeeeees d BT PETROLEUM DROP C/W STATICWIRE. ..oz 14

BT TANK TRUCK BLUE STRIPE ZJ50UPSI.......ooeeeeeeeeeeeeeeeeeees d E"PETROLEUM DROP C/W STATICWIRE. ............ooeeeeee.. 14

B~ TANK TRUCK BLUE STRIPE 750 PSI. S | BT URETHANE BIO-DROP CTEAR...........

T PETROLEUM DISCTHARGE 250 PST... 1 E"URETHANE BIO-DROP CTEAR.

=172 PETROLEUM DISCH 250 PSI..... .. 14 BT URETHANE BIO-DROP BLACK.

BT PETROLEUM DISCHARGE 25U PSI.....oeeeeeeeeeeeeeeeeeees 1 B URETHANE BIO-DROP BLACK. . ....ooeeeeeeeeeeeeeeeeeeeeeeeeee.s

BT PETROLEUM DISCHARGE 25U PSI.....oeeeeeeeeeeeeeeeeeeees 1 BT SUPERFIEX PVC SUCTION. ..o eeeeeeeeeeeeeeeeeeeeeeeeee.s.

B~ PETROLEUM DISTHARGE 250 PST... .. 14

E™SAE TOUOR4 HYDRAULIC SUCTION. . ..oeeeeeeeeeeeeeeeeeeee..e . 15

200 BT SAE TOOR4 HYDRAULIC SUCTION. .. ..oeeeeeeeeeeeeeeeeeeezee . 13

B/2" PETROLEUM DISCHARGE.......ooeeeeeeeeeeeeeeeeeeeeeeeeeee.s 1

CTPETROTEUM DISCTHARGE . . ...oeeeeeeeeeeeeeeeeeeeeieeeeeeeeeeees 1 50

E-I/4" SAE TOOR4 HYDRAULIC SUCTION. ......ooveeeeeeeeee.es 13
|
B~ SUPERFLEX PVC SUCTION

B/2” TANK TRUCK BLUE STRIPE. .. ...oeeeeeeeeeeeeeeeeeeeeeeeeeeeees V| 35

ET TANK TRUCK BLUE STRIPE. ... ..eeeeeeeeeeeeeeeeeeeeeeeeeeeeeeee: |

[=I7Z" TANK TRUCK BLUE STRIPE. - s A E_SAE 100R4 HYDRAULIC SUCTION.........00eeieeieiieeeneess 14

=172 TANK TRUCK BLUE STRIPE.. 7 - SUPERFLEX PVC SUCTION. . .eeeeeeeeeeeeeeeiseieiieiiiieennnnsss 19

[-3/4" TANK TRUCK. .. ..oz 4

T TANK TRUCK BLUE STRIPE...... |

K-1/7Z2" TANK TRUCK BLUE STRIPE. .. eeeeeiieeiizeeees 1 17

BT TANK TRUCK BLUE STRIPE. . eeeeeeeieeiiaeeass 1

TANK TROUCK BLUE STRIPE — — E"VAPOR THANE RECOVERY...........0oeeeeeeeeeeeeeeeeeeeeeeee.: 13

b TANK TRUCK BLUE STRIPE. |

-1/ ARCTIC DROP HOSE.... A | 13

K- ARCTIC DROP HOOSE, . e eeieeeeieeeiieeiieaszes S|

L/ ARCIIC DROE O, s 2 B VAPOR THANE HD RECOVERY s |

B ARCTIC DROP HOOSE, e eeiieeeeiieeeiiieesiianesss S|

B ARCTIC DROP HOOSE, e eeeiieeeeiieeeiiieeiinaesss S|

B ARCTIC DROP HOSE. .. A | 1 1

B HOT TAR & ASPHALL... =d

B HOT TAR &K ASPHALT . ..o, S | BT VAPOR THANE RECOVERY...........0oeeeeeeeeeeeeeeeeeeeeeeeeee.: 13

K- HO. T TANK TRUCK DROP 250 F...eeeeeeiieeass 1] B~ VAPOR THANE HD RECOVERY............oooeeeeeeeeeeeeeee.... 13

g-1/Z2" H.O. T TANK TRUCK DROP 250 F.o.ueeeeieeeeees 10

B H.O. T TANK TRUCK DROP Z50F........ . 1J

B H.O.1T TANK TRUCK DROF ZOUF.. 14 9

K_TANK TRUCK DROF 150.......... |

D-I72" TANK TRUCK DROP 150, | B_VAPOR THANE RECOVERY......... ... e 13
B TANK TRUCK DROF 150, ... ..

B__TANK TRUCK DROF 150.... ... ...

B TANK TRUCK DROF 150, ... ..

L-1/4" PETROLEUM DISCH. ..
L-1/Z2" PETROLEUM DISCH. ..
K- PETROLEUM DISCHARGE.

K-L/Z2 PETROLEUM DISCH. ..., . s

B PETROLEUM DISCHARGE. ... ... s
B_PETROLEUM DISCHARGE................. o
L-1/Z2° SAE 10UR4 AYDRKAULIC SUCTION. ....................... 13
100

/4 X100PS1 AG GRAVITY FARM TANK SW...................... 13
L XI00PST AG GRAVITY FARM TANK SW... ... ... 13
K_SAE 10UR4 AYDRAULIC SUCTION. ... ... ...................... 13
75

K TANK TRUCK DROF. ... i 14
g-L/Z2 TANK TRUCK DROV ... 14
B TANK TRUCK DROF. ... i 14

B_TANK TRUCK DROF. ... s 14




Temperature Conversions

Start reading either Celsius or Fahrenheit degrees in the shaded column, then look for the Celsius
equivalent in the left column, or the Fahrenheit equivalent in the right column.

F C F C
-148 5.0 105.8 33.3
-130 5.6 107.6 33.9
-112 6.1 109.4 34.4
-94 6.7 111.2 35.0
-76 0.72 113.0 35.6
-58 7.8 114.8 36.1
-40 8.3 116.6 36.7
-22 8.9 118.4 37.2
-4 9.4 120.2 37.8

14 10.0 122.0
0 32 10.6 123.8 43
1 33.8 111 125.6 49
2 35.6 11.7 127.4 54
] 37.4 12.2 129.2 60
4 39.2 12.8 131.0 66
5 41.0 13.3 132.8 71
6 42.8 13.9 134.6 77
7 44.6 14.4 136.4 82
8 46.4 15.0 138.2 88
9 48.2 15.6 140.0 93
10 50.0 16.1 141.8 99
11 51.8 16.7 143.6 100
12 53.6 17.2 145.4 104
13 55.4 17.8 147.2 110
14 57.2 18.3 149.0 116
15 59.0 18.9 150.8 121
16 60.8 19.4 152.6 127
17 62.6 20.0 154.4 132
18 64.4 20.6 156.2 138
19 66.2 21.1 158.0 143
20 68.0 21.7 159.8 149
21 69.8 22.2 161.6 154
22 71.6 22.8 163.4 160
23 73.4 23.3 165.2 166
24 75.2 23.9 167.0 170
25 77.0 24.4 168.8 171
26 78.8 25.0 170.6 177
27 80.6 25.6 172.4 182
28 82.4 26.1 174.2 186
29 84.2 26.7 176.0 188
30 86.0 27.2 177.8 193
31 87.8 27.8 179.6 198
32 89.6 28.3 181.4 199
33 91.4 28.9 183.2 204
34 93.2 29.4 185.0 208
35 95.0 30.0 186.8 210
36 96.8 30.6 188.6 216
37 98.6 31.1 190.4 221
38 100.4 31.7 192.2 227
39 102.2 32.2 194.0 232

40 104.0 32.8 195.8




Distance Conversions

MM INCHES MM INCHES MM INCHES MM INCHES
FRACTION | DECIMAL FRACTION | DECIMAL FRACTION | DECIMAL FRACTION | DECIMAL
0.3969 1/64 0.0156 6.7469 17/64 0.2656 13.0969 33/64 0.5156 19.4469 49/64 0.7656
0.7938 1/32 0.0312 7.1438 9/32 0.2812 13.4938 17/32 0.5312 19.8438 25/32 0.7812
1.1906 3/64 0.0468 7.5406 19/64 0.2968 13.8906 35/64 0.5468 20.2406 51/64 0.7968
1.5875 1/16 0.0625 7.9375 5/16 0.3125 14.2875 9/16 0.5625 20.2375 13/16 0.8125
1.9844 5/64 0.0781 8.3344 21/64 0.3281 14.6844 37/64 0.5781 21.0344 53/64 0.8281
2.3812 3/32 0.0937 8.7312 11/32 0.3437 15.0812 19/32 0.5937 21.4312 27132 0.8437
2.7781 7/64 0.1093 9.1281 23/64 0.3593 15.4781 39/64 0.6093 21.8281 55/64 0.8593
3.1750 1/8 0.1250 9.5250 3/8 0.3750 15.8750 5/8 0.6250 22.2250 7/8 0.8750
3.5719 9/64 0.1406 9.9219 25/64 0.3906 16.2719 41/64 0.6406 22.6219 57/64 0.8906
3.9688 5/32 0.1562 10.3188 13/32 0.4062 16.6688 21/32 0.6562 23.0188 29/32 0.9062
4.3656 11/64 0.1718 10.7156 27164 0.4218 17.0656 43/64 0.6718 23.4156 59/64 0.9218
4.7625 3/16 0.1875 11.1125 7/16 0.4375 17.4625 11/16 0.6875 23.8125 15/16 0.9375
5.1594 13/64 0.2031 11.5094 29/64 0.4531 17.8594 45/64 0.7031 24.2094 61/64 0.9531
5.5562 7132 0.2187 11.9062 15/32 0.4687 18.2562 23/32 0.7187 24.6062 31/32 0.9687
5.9531 15/64 0.2343 12.3031 31/64 0.4843 18.6531 47/64 0.7343 25.0031 63/64 0.9843
6.3500 1/4 0.2500 12.7000 1/2 0.5000 19.0500 3/4 0.7500 25.4000 1 1.0000
Pressure Conversions
Kilograms Kilograms
Kilo- Mega- per Square | lbs per Ibs per Kilo- Mega- per Square
Pascals Pascals Centimeter [Square Inch|{Square Inch| Pascals Pascals Centimeter
(kPa) (Mpa) Bar (bar) | (Kgf/cm 2) (psi) (psi) (kPa) (Mpa) Bar (bar) | (Kgf/cm 2)
100 0.1 1.00 1.0 14.50 10 68.9 0.07 0.7 0.70
200 0.2 2.00 2.0 29.00 20 137.9 0.14 1.4 1.41
300 0.3 3.00 3.1 43.50 30 206.8 0.21 2.1 2.11
400 0.4 4.00 4.1 58.00 40 275.8 0.28 2.8 2.81
500 0.5 5.00 5.1 72.50 50 344.7 0.34 3.4 3.52
600 0.6 6.00 6.1 87.00 60 413.7 0.41 4.1 4.22
700 0.7 7.00 7.1 101.50 70 482.6 0.48 4.8 4.92
800 0.8 8.00 8.2 116.00 80 551.6 0.55 5.5 5.63
900 0.9 9.00 9.2 130.50 90 620.5 0.62 6.2 6.33
1000 1.0 10.00 10.2 145.00 100 689.0 0.70 6.9 7.00
2000 2.0 20.00 20.4 290.10 200 1379.0 1.40 13.8 14.10
3000 3.0 30.00 30.6 435.10 300 2068.0 2.10 20.7 21.10
4000 4.0 40.00 40.8 580.20 400 2758.0 2.80 27.6 28.10
5000 5.0 50.00 51.0 725.20 500 3447.0 3.40 34.5 35.20
6000 6.0 60.00 61.2 870.20 600 4137.0 4.10 41.4 42.20
7000 7.0 70.00 71.4 1015.30 700 4826.0 4.80 48.3 49.20
8000 8.0 80.00 81.6 1160.30 800 5516.0 5.50 55.2 56.30
9000 9.0 90.00 91.8 1305.30 900 6205.0 6.20 62.1 63.30
10000 10.0 100.00 102.0 1450.00 1000 6895.0 6.90 68.9 70.30
20000 20.0 200.00 204.0 2901.00 2000 13790.0 13.80 137.9 140.70
30000 30.0 300.00 306.0 4351.00 3000 20684.0 20.70 206.8 211.00
40000 40.0 400.00 408.0 5802.00 4000 27579.0 27.60 275.8 281.30
50000 50.0 500.00 510.0 7252.00 5000 34474.0 34.50 344.7 351.60
60000 60.0 600.00 612.0 8702.00 6000 41369.0 41.40 413.7 421.90
70000 70.0 700.00 714.0 10153.00 7000 48263.0 48.30 482.6 492.30
80000 80.0 800.00 816.0 11603.00 8000 55158.0 55.20 551.6 562.60
90000 90.0 900.00 918.0 13053.00 9000 62053.0 62.10 620.5 632.90
100000 100.0 1000.00 1020.0 14504.00 10000 68948.0 68.90 689.0 703.00
200000 100.0 2000.00 2040.0 29008.00 20000 137895.0 137.90 1379.0 1406.00
300000 300.0 3000.00 3060.0 43511.00 30000 206843.0 206.80 2068.0 2110.00
40000 275790.0 275.80 2758.0 2813.00
Conversion Table - Feet of Water to Inches of Mercury
Feet of Water 112 4] 6] 8/([10] 12 14 16 20 | 22 24 | 26 | 28 30 | 32 | 34
Inches of Mercury 09(18]35]53]|71|88]106]12.4]|14.1(17.7|19.4| 21.2]23.0] 24.8] 26.5] 28.3]30.0




Water Flow Pressure Loss
(PSI Per 100 Feet Of Hose)

Flow of Flow of Actual Internal Diameter, Inches
water in water in
U.S. gal. cu. feet 1/2" 5/8" 3/4" 1" 11/4" 11/2" 2" 21/2" 3"
per min. per sec.
0.5 0.001 0.4
1.5 0.003 3.02 1.01 0.42
2.5 0.005 7.75 2.58 1.08
5 0.011 27.8 9.27 3.86 0.95 0.32 0.13
10 0.022 99.5 33.2 13.8 3.38 1.14 0.47 0.12
15 0.033 71.0 29.6 7.25 2.45 1.01 0.25 0.08
20 0.044 121.0 50.3 12.4 4.15 1.71 0.42 0.14
25 0.055 76.5 18.7 6.34 2.60 0.64 0.22
30 0.066 108.0 26.5 8.96 3.68 0.90 0.30 0.13
35 0.077 142.0 34.8 11.8 4.83 1.18 0.40 0.17
40 0.088 44,7 15.1 6.20 1.52 0.51 0.21
45 0.099 55.0 18.6 7.65 1.87 0.63 0.26
50 0.110 67.5 22.8 9.35 2.28 0.78 0.32
60 0.132 94.3 31.8 13.1 3.19 1.08 0.45
70 0.154 126.0 42.5 17.5 4.25 1.44 0.60
80 0.176 54.6 22.5 5.48 1.86 0.77
90 0.198 67.5 27.8 6.80 2.30 0.95
100 0.223 81.5 33.5 8.19 2.78 1.15
125 0.278 124.0 50.6 12.4 4.20 1.73
150 0.334 72.1 17.6 6.97 2.46
175 0.390 94.5 23.1 7.83 3.23
200 0.446 122.0 29.6 10.1 4.15
225 0.501 36.8 12.5 5.15
250 0.557 44.6 15.2 6.28
275 0.613 53.3 18.1 7.45
300 0.688 62.5 21.2 8.75
325 0.724 72.5 24.6 10.2
350 0.780 83.2 28.2 11.7
375 0.836 94.5 32.1 13.3
400 0.891 107.0 36.2 14.9
450 1.00 44.9 18.6
500 1.11 54.5 22.5
600 1.34 76.5 31.6
700 1.56 102.0 42.1
800 1.78 131.0 53.9
900 2.00 66.8
1000 2.23 81.4
1100 2.45 97.0
1200 2.67 114.0
1300 2.90 132.0
1400 3.12
1500 3.34
1600 3.56
1800 4.01
2000 4.45
The pressure loss of liquid flowing through a hose depends on the rate of flow, the hose 1.D, the smoothness of the tube, the viscosity of the

liquid, and the hose length. This chart shows the relationship between rate of flow, 1.D and pressure loss for water at 68F with a viscosity of

one centipoise. The pressure is directly proportional to the length of the hose, therefore, the data shown, can be extended by use of
proportions.




Steam Temperature - Pressure Conversion Guide

Temperature - Pressure equivalents of saturated steam gauge pressure at sea level

Temperature Temperature Temperature
F C F C F C
212 100.0 286 141.1 336 168.9
214 101.1 287 141.7 337 169.4
216 102.2 288 142.2 338 170.0
218 103.3 289 142.8 339 170.6
220 104.4 290 143.3 340 171.1
222 105.6 291 143.9 341 171.7
224 106.7 292 144.4 342 172.2
226 107.8 293 145.0 343 172.8
228 108.9 294 145.6 344 173.3
230 110.0 295 146.1 345 173.9
232 111.1 296 146.7 346 174.4
234 112.2 297 147.2 347 175.0
236 113.3 298 147.8 348 175.6
238 114.4 299 148.3 349 176.1
240 115.6 300 148.9 350 176.7
242 116.7 301 149.4 352 177.8
244 117.8 302 150.0 354 178.9
246 118.9 303 150.6 356 180.0
248 120.0 304 151.1 358 181.1
250 121.1 305 151.7 360 182.2
252 122.2 306 152.2 362 183.3
254 123.3 307 152.8 364 184.4
256 124.4 308 153.3 366 185.6
258 125.6 309 153.9 368 186.7
260 126.7 310 154.4 370 187.8
261 127.2 311 155.0 372 188.9
262 127.8 312 155.6 374 190.0
263 128.3 313 156.1 376 191.1
264 128.9 314 156.7 378 192.2
265 129.4 315 157.2 380 193.3
266 130.0 316 157.8 382 194.4
267 130.6 317 158.3 384 195.6
268 131.1 318 158.9 386 196.7
269 131.7 319 159.4 388 197.8
270 132.2 320 160.0 390 198.9
271 132.8 321 160.6 392 200.0
272 133.3 322 161.1 394 201.1
273 133.9 323 161.7 396 202.2
274 134.4 324 162.2 398 203.3
275 135.0 325 162.8 400 204.4
276 135.6 326 163.3 402 205.5
277 136.1 327 163.9 404 206.7
278 136.7 328 164.4 406 207.8
279 137.2 329 165.0 408 208.9
280 137.8 330 165.6 410 210
281 138.3 331 166.1 412 211.1
282 138.9 332 166.7 414 212.2
283 139.4 333 167.2 416 213.3
284 140.0 334 167.8 418 214.4
285 140.6 335 168.3 420 215.6

Degrees Celsius = 5/9 (Degrees F -32)



172"
hose

5/8"
hose

3/4"
hose

Open-End Flow (GPM)

Pressure Hose Length, feet Pressure Hose Length, feet
at Inlet, at Inlet,
psi 25 50 75 100 125 150 200 300 psi 25 50 75 100 125 150 200 300
30 10.4 6.2 5.6 4.8 4.3 3.8 3.3 2.6 30 68.0 46.2 37.5 32.0 28.5 25.8 22.0 17.8
40 12.1 8.5 6.2 5.6 5.0 4.5 3.8 3.2 40 79.0 54.4 44.0 37.5 33.0 30.0 25.8 20.8
50 13.8 9.4 7.5 6.4 5.6 5.1 4.0 3.5 50 89.0 62.0 49.0 42.0 37.5 34.0 29.0 23.3
60 15.2 10.4 8.5 7.1 6.2 5.6 4.9 3.8 60 100.0 68.0 54.4 46.2 41.8 37.5 32.0 25.8
70 16.6 11.2 9.0 7.8 6.8 6.2 5.3 4.2 1" 70 — 74.0 59.0 51.0 45.0 40.8 37.3 28.0
80 18.0 12.1 9.8 8.5 7.3 6.6 5.6 4.5 hose 80 — 79.0 63.0 54.4 48.0 43.0 37.5 30.0
90 19.0 13.0 10.4 8.8 7.7 7.1 6.0 4.8 90 — 84.0 68.0 58.0 51.8 46.2 40.0 32.0
100 20.1 13.8 11.0 9.4 8.5 7.5 6.4 4.9 100 — 89.0 71.0 62.0 54.4 49.0 42.0 34.0
125 22.8 15.5 12.5 10.5 9.4 8.5 7.2 5.8 125 — 101.0 80.0 68.0 62.0 55.8 47.8 38.0
30 18.1 12.5 10.3 8.7 7.7 7.0 6.0 4.9 50 — 110.0 85.0 72.0 56.0 58.0 50.0 42.0
40 21.4 14.8 12.5 10.3 9.0 8.3 7.0 5.7 11/4" 75 — 130.0 110.0 90.0 80.0 73.0 64.0 52.0
50 23.9 16.5 13.2 11.4 10.3 9.2 7.9 6.3 hose 100 — 150.0 125.0 | 110.0 92.0 85.0 73.0 58.0
60 26.5 18.1 14.8 12.5 11.2 10.3 8.7 7.0 150 — — 150.0 [ 130.0 120.0 [ 110.0 90.0 67.0
70 27.5 20.0 16.0 13.7 12.0 11.0 10.0 7.6 50 — 140.0 | 115.0 96.0 85.0 75.0 65.0 54.0
80 30.6 21.4 16.8 14.8 13.0 11.8 10.3 8.3 13/8" 75 — 170.0 | 140.0 | 125.0 | 110.0 96.0 84.0 67.0
90 32.5 22.5 18.1 15.5 14.0 12.5 10.5 8.7 hose 150 — — 205.0 170.0 155.0 140.0 125.0 97.0
100 34.5 23.9 19.0 16.6 14.8 13.2 11.4 9.2 50 — 180.0 150.0 [ 130.0 120.0 [ 105.0 90.0 74.0
125 39.0 27.0 21.5 18.5 16.6 15.0 12.9 105 | 11/2" 75 — 230.0 180.0 | 160.0 145.0 | 130.0 120.0 90.0
30 31.0 21.3 17.2 14.8 13.0 11.8 10.2 8.2 hose 100 — 260.0 | 220.0 | 180.0 170.0 [ 150.0 130.0 [ 105.0
40 36.0 25.0 20.0 17.2 15.2 13.8 11.8 9.4 150 — — 260.0 | 230.0 | 205.0 | 180.0 160.0 | 130.0
50 41.0 28.0 22.5 19.2 17.2 15.5 13.2 10.7 2" 75 — 480.0 | 380.0 | 330.0 | 290.0 | 270.0 | 230.0 | 180.0
60 45.5 31.0 25.0 21.3 19.0 17.2 14.8 11.8 hose 100 — 550.0 | 450.0 | 380.0 | 350.0 | 310.0 | 260.0 | 215.0
70 49.5 34.0 27.2 23.5 21.0 18.8 17.1 12.8 125 — — 550.0 | 480.0 | 425.0 | 380.0 | 330.0 | 265.0
80 53.0 36.0 29.1 25.0 22.0 20.0 17.2 13.8
90 56.2 39.0 31.0 27.0 23.8 21.3 18.2 14.8
100 60.0 41.0 33.0 28.0 25.0 22.6 19.2 15.5
125 68.0 46.0 37.5 32.0 23.0 25.8 21.8 17.5
Force Chart
Force (In Pounds)

Hose 25 50 75 100 150 200 250 300 500 1000

1.D. PSI PSI PSI PSI PSI PSI PSI PSI PSI PSI

1/4" 1 2 4 5 7 10 12 15 25 49

3/8" 3 6 8 11 17 22 28 33 55 110

1/2" 5 10 15 20 29 39 49 59 98 196

3/4" 11 22 33 44 66 88 110 133 221 442

1" 20 39 59 79 118 157 196 236 393 785

1-1/4" 31 61 92 123 184 245 307 368 614 1227

1-1/2" 44 88 133 177 265 353 442 530 884 1767

2" 79 157 236 314 471 628 785 942 1571 3142

2-1/2" 123 245 368 491 736 982 1227 1473 2454 4909

3" 177 353 530 707 1060 1414 1767 2121 3534 7069

4" 314 628 942 1257 1885 2513 3142 3770 6283 12566

5" 491 982 1473 1964 2945 3927 4909 5891 9818 19635

6" 707 1414 2121 2827 4241 5655 7069 8482 14137 | 28274

8" 1257 2513 3770 5027 7540 10053 | 12566 | 15080 | 25133 | 50266

10" 1964 3927 5891 7854 11781 | 15708 | 19635 [ 23562 [ 39270 | 78540

12" 2827 5655 8482 11310 | 16965 | 22620 | 28274 | 33929 | 56549 | 113098




Flow Data

This table may be used to determine the pressure loss in hose connected to pneumatic tools. Hose
with rough tube may have a friction loss as much as 50% greater than the represented figures. The

represented figures apply to hose with smooth inner tube.

PULSATING FLOW

Air Flow Pressure Loss

Cubic feet free air per minute passing through 50 foot lengths of hose
Size of |Gauge
Hose |press. 20 30 40 50 60 70 80 90 100 110 120 130 140 150
at line
Loss of pressure in pounds per square inch - 50 foot hose length
50 1.8 5.0 10.1 18.1
1/2 in. 60 1.3 4.0 8.4 14.8 23.4
with 70 1.0 3.4 7.0 12.4 20.0 28.4
couplings| 80 0.9 2.8 6.0 10.8 17.4 25.2 34.6
at each 90 0.8 2.4 5.4 9.5 14.8 22.0 30.5 41.0
end 100 0.7 2.3 4.8 8.4 13.3 19.3 27.2 36.6
110 0.6 2.0 4.3 7.6 12.0 17.6 24.6 33.3 44.5
3/4 in. 50 0.4 0.8 1.5 2.4 3.5 4.4 6.5 8.5 11.4 14.2
with 60 0.3 0.6 1.2 1.9 2.8 3.8 5.2 6.8 8.6 11.2
couplings| 70 0.2 0.5 0.9 1.5 2.3 3.2 4.2 5.5 7.0 8.8 11.0
at each 80 0.2 0.5 0.8 1.3 1.9 2.8 3.6 4.7 5.8 7.2 8.8 10.6
end 90 0.2 0.4 0.7 1.1 1.6 2.3 3.1 4.0 5.0 6.2 7.5 9.0
100 0.2 0.4 0.6 1.0 1.4 2.0 2.7 3.5 4.4 5.4 6.6 7.9 9.4 11.1
110 0.1 0.3 0.5 0.9 1.3 1.8 2.4 3.1 3.9 4.9 5.9 7.1 8.4 9.9
50 0.1 0.2 0.3 0.5 0.8 1.1 1.5 2.0 2.6 3.5 4.8 7.0
1in. 60 0.1 0.2 0.3 0.4 0.6 0.8 1.2 1.5 2.0 2.6 3.3 4.2 5.5 7.2
with 70 0.1 0.2 0.4 0.5 0.7 1.0 1.3 1.6 2.0 2.5 3.1 3.8 4.7
couplings| 80 0.1 0.2 0.3 0.5 0.7 0.8 1.1 1.4 1.7 2.0 2.4 2.7 3.5
at each 90 0.1 0.2 0.3 0.4 0.6 0.7 0.9 1.2 1.4 1.7 2.0 2.4 2.8
end 100 0.1 0.2 0.2 0.4 0.5 0.6 0.8 1.0 1.2 1.5 1.8 2.1 2.4
110 0.1 0.2 0.2 0.3 0.4 0.6 0.7 0.9 1.1 1.3 1.5 1.8 2.1
50 0.1 0.2 0.2 0.3 0.4 0.5 0.7 1.1
11/4 in. 60 0.1 0.2 0.3 0.3 0.5 0.6 0.8 1.0 1.2 1.5
with 70 0.1 0.2 0.2 0.3 0.4 0.4 0.5 0.7 0.8 1.0 1.3
couplings| 80 0.1 0.2 0.2 0.3 0.4 0.5 0.6 0.7 0.8 1.0
at each 90 0.1 0.2 0.2 0.3 0.3 0.4 0.5 0.6 0.7 0.8
end 100 0.1 0.2 0.2 0.3 0.4 0.4 0.5 0.6 0.7
110 0.1 0.2 0.2 0.3 0.3 0.4 0.5 0.5 0.6
50 0.1 0.2 0.2 0.2 0.3 0.3 0.4 0.5 0.6
11/2 in. 60 0.1 0.2 0.2 0.2 0.3 0.3 0.4 0.5
with 70 0.1 0.2 0.2 0.2 0.3 0.3 0.4
couplings 80 0.1 0.2 0.2 0.2 0.3 0.4
at each
end 90 0.1 0.2 0.2 0.2 0.3
100 0.1 0.2 0.2 0.2
110 0.1 0.2 0.2 0.2

For longer or shorter lengths of hose, the friction loss is proportional to the length, e.g., for 25 ft., half of the above; for
150 ft., three times the above, etc.




Notes







