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RUBBER WATER SUCTION AND 
DISCHARGE HOSE 

APPLICATION:For use on construction sites and general water service. High pressure allows pumping against greater vertical heads 
COVER:Black abrasion and weather resistant synthetic rubber, with embossed brand and pressure. 
REINFORCEMENT:Multiple layers of synthetic yarn. 
TUBE:Black synthetic rubber compounded for water service. 
TEMPERATURE:-35C to +80C(-30F to +180F) 

APPLICATION:A heavy duty wire reinforced rubber suction hose for construction, quarries and general use. 
COVER:Black smooth abrasion and weather resistant synthetic rubber. 
REINFORCEMENT:High tensile wire helix embedded between layers of textile cords. 
TUBE:Smooth black synthetic rubber. 
TEMPERATURE:-30C to +80C(-22F to +180F) 

Item No 
Hose Nom ID 

Inch 
Hose Nom OD 

Inch 
Hose 

Vacuum/HG 
Hose Bend 

Item No Hose Nom ID Inch Hose Nom OD Inch Hose PSI Std Pack Wght/#/ft 

HPCWB-125 1-1/4 1.54 150 100' 0.37 

HPCWB-150 1-1/2 1.77 150 100' 0.49 

HPCWB-200 2 2.28 150 100' 0.48 

HPCWB250-200 2 2.40 250 100' 1.15 

HPCWB-250 2-1/2 2.79 150 100' 0.76 

HPCWB-300 3 3.35 150 100' 1.08 

HPCWB250-300 3 3.46 250 100' 1.60 

HPCWB-400 4 4.37 150 100' 1.38 

HPCWB200-400 4 4.48 200 100' 2.15 

HPCWB-600 6 6.46 150 100' 2.62 

HPCWB-800 8 8.54 150 100' 4.93 

HPCWB-1000 10 10.55 150 50' 5.78 

Radius" Hose PSI Std Pack Wght/#/ft 

WSB-075 3/4 1.14 29 2.00 200 100' 0.60 

WSB-100 1 1.42 29 3.00 150 100' 0.68 

WSB-125 1-1/4 1.65 29 4.00 150 100' 0.77 

WSB-150 1-1/2 1.93 29 4.00 150 100' 1.00 

WSB-200 2 2.48 29 5.00 150 100' 1.37 

WSB-250 2-1/2 2.99 29 8.00 150 100' 1.75 

WSB-300 3 3.50 29 10.00 150 100' 2.23 

WSB-400 4 4.64 29 14.00 150 100' 3.73 

WSB-500 5 5.67 29 20.00 150 100' 3.90 

WSB-600 6 6.66 29 30.00 150 100' 5.99 

WSB-800 8 8.90 29 65.00 150     100'  8.83 

WSB-1000 10 10.90 29 80.00 50 40' 12.00 

WSB-1200 12 12.99 29 100.00 50 20' 18.57 


